
46

Kod
Code

Kat.broj
Cat.No.

Br. vijaka
No. of bolts

372152
372153
372146
372154
372147
372155
372148
372156
372149
372157
372150
372158

Pakovanje (kom)
Packaging (pcs)

29
29
35
35
40
40
40
40

46,5
46,5
61
61

Težina kg/ 100 kom
Weight kg/ 100 pcs

300
300
200
100
100
50
100
50
50
25
50
25

4.70
4.70
4.90
9.60
12.60
19.90
12.60
19.90
21.00
20.60
33.20
48.10

KA AlCu 4-25
KA AlCu 6-35
KA AlCu 6-50
KA AlCu 6-50
KA AlCu 6-95
KA AlCu 6-95
KA AlCu 10-95
KA AlCu 10-95
KA AlCu 25-150
KA AlCu 25-150
KA AlCu 35-240
KA AlCu 35-240

2xM6
2xM6
1xM8
2xM8
2xM8
3xM8
2xM8
3xM8
2xM10
3xM10
2xM10
3xM10

L (mm)

34
34
23
46
50
82
50
82
56
86
66
96

B (mm)

4-25 
6-35 
6-50 
6-50 
6-95 
6-95 
10-95 
10-95 
25-150 
25-150 
35-240 
35-240 

Presek provodnika
Al/Cu;Cu/Cu;Al/Al (mm�)
Conductor cross-section
Al/Cu;Cu/Cu;Al/Al  (mm�) 
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KOD / CODE : MASTER UNIMAX Al STANDARD:  DIN 48072-1      EN 61238-1-1      EN 61238-1-3
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Master Unimax se koristi za spajanje neizolovanih NN ili SN Al provodnika istih ili različitih 
preseka. Provodnici mogu biti od aluminijuma, legure aluminijuma ili Al čelična užad za 
nadzemne vodove. Master Unimax je izrađen ekstrudiranjem i unutrašnji žlebovi su 
nazubljeni, što povećava sigurnost na izvlačenje i omogućava kvalitetan elektrokontakt 
(žlebovi svojom adekvatnom izradom omogućavaju razbijanje aluminijum oksida sa površine 
provodnika, tako da se umanjuje prelazni otpor između stezaljke i provodnika). Telo stezaljke 
je izrađeno od legure aluminijuma velike mehaničke čvrstoće, otporne na koroziju. Šraf na 
stezaljci ima samokidajuću glavu. Tehničkim karakteristikama omogućava brzu, laku i 
pouzdanu montažu, bez delova koji mogu da otpadnu pri montaži na visini. 
 
        

Master Unimax Al is designed to connect bare LV or MV aluminum conductors of the same 
or different cross-sections. The conductors can be made of aluminum (AAC), aluminum alloy 
(AAAC) or aluminum conductors steel reinforced (ACSR). Master Unimax Al is made of 
extrusion profiles and the inside grooves are serrated, which improves mechanical pull-out 
strength and provides high-quality electrical contact (the grooves are made in such a way 
that aluminum oxide from the conductor surface is decomposed,  which reduces transient 
resistance between the clamp and the conductor). The body of the clamp is made of alumi-
num alloy of high tensile strength and resistance to corrosion. The clamp is equipped with 
one or two shear head nuts.  Its design enables fast, easy and reliable installation and there 
are no parts that can fall off during installation.  
     

SRB.

NAPOMENA: Na zahtev Kupca, stezaljke se mogu isporučivati sa toplocinkovanim ili prohromskim (č.4580) vijčanim delovima. NOTE: At Customer request the clamps can be delivered with hot-dip galvanized or stainless steel bolts.

ENG.

PARALLEL AlAl GROOVE CLAMP 
 

UNIMAX AlAl STEZALJKA

  
  

Master Unimax Master Unimax

Kod
Code

Kat.broj
Cat. No.

372018
372019
372067
372021

Pakovanje (kom)
Packaging (pcs)

200
100
100
100

Težina  kg/100 kom
Weight kg/100 pcs

6.50
11.00
12.50
12.50

Master Unimax Al 10-95/1
Master Unimax Al 10-95/2
Master Unimax Al 16-150/2
Master Unimax Al 25-150/2

1 x M8
2 x M8
2 x M8
2 x M8

Br. vijaka
No. of bolts

10-95  
10-95  
16-150 
25-150 

Presek provodnika Al/Al (mm�) 
Conductor cross-section Al/Al (mm�) 

Oprema za NN i SN  neizolovane mreže - Accessories for LV MV Non-Insulated Networks V.3



STANDARD:  DIN 48072-2     EN 61238-1-1      EN 61238-1-3 KOD / CODE: MCu
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Koriste se za spajanje dva paralelna neizolovana Cu provodnika 
istih ili različitih preseka. Svojim tehničkim karakteristikama 
omogućavaju izradu spoja prema DIN 48072-2.  
     
Izrađene su kovanjem i unutrašnji žlebovi su nazubljeni, što 
povećava sigurnost na izvlačenje i omogućava kvalitetan 
elektrokontakt.      
   
Telo stezaljke je izrađeno od bakra velike mehaničke čvrstoće, 
otporne na koroziju. Tehničkim karakteristikama omogućava 
brzu, laku i pouzdanu montažu, uz pomoć samo jednog ključa, 
bez delova koji mogu da otpadnu pri montaži na visini. 
      

SRB.

NAPOMENA: Na zahtev Kupca, stezaljke se mogu isporučivati sa toplocinkovanim ili prohromskim (č.4580) vijčanim delovima.   

     

NOTE: At Customer request the clamps can be delivered with hot-dip galvanized or stainless steel bolts.  

      

PARALLEL CuCu GROOVE CLAMP UNIMAX CuCu STEZALJKA

Kat.broj
Cat.No.

372071
372072
372076
372073
372074
372075

Pakovanje (kom)
Packaging (pcs)

25
25
25
25
25
10

11.60
11.60
21.00
21.00
27.80
41.90

Težina kg/100 kom.
Weight kg/100 pcs

Kod
Code

MCu 4-25
MCu 6-35
MCu 6-50
MCu 16-70
MCu 50-120
MCu 35-150

35
35
40
40
45
50

L (mm)Br. vijaka
No. of bolts

2xM6
2xM6
2xM8
2xM8
2xM10
2xM10

29
29
36
36
43
50

B (mm)

4-25
6-35
6-50
16-70

50-120
35-150

Presek provodnika
Cu/Cu (mm�)

Conductor cross-section
Cu/Cu (mm�)

Copper PG Clamps are designed to connect two parallel bare copper 
conductors of the same or different cross-sections. 
Their technical characteristics enable easy formation of joints in accor-
dance with standard DIN 48072-2.

They are made by  forging and the inside grooves are serrated, which 
improves mechanical pull-out strength and provides high-quality 
electrical contact.

The body of the clamp is made of copper of high tensile strength and 
resistance to corrosion.
Its design enables fast, easy and reliable installation, using only one 
spanner, and there are no parts that can fall off during installation.
     
 

ENG.
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Koriste se za spajanje jednog Al provodnika i jednog Cu provodnika istih ili različitih preseka.  Provodnici mogu biti od aluminjuma, legure aluminijuma Al ili Cu, Al čelična užad za nadzemne vodove 
ili krajevi SKS-a sa kojih je prethodno uklonjena izolacija. Svojim tehničkim karakteristikama omogućavaju izradu spoja prema DIN 48072. Izrađene su kovanjem i unutrašnji žlebovi su nazubljeni, 
što povećava sigurnost na izvlačenje i omogućava kvalitetan elektrokontakt (žlebovi svojom adekvatnom izradom omogućavaju razbijanje aluminijum oksida sa površine provodnika, i tako da se 
umanjuje prelazni otpor između stezaljke i provodnika). Telo stezaljke je izrađeno od legure aluminijuma velike mehaničke čvrstoće, otporne na koroziju.  Tehničkim karakteristikama omogućava 
brzu, laku i pouzdanu montažu, uz pomoć samo jednog ključa, bez delova koji mogu da otpadnu pri montaži na visini.
       

ME AlCu Clamps are designed to connect a bare aluminum and a bare copper conductor of the same or different cross-sections.  The conductors can be made of aluminum or copper alloy, alumi-
num conductors steel reinforced  (ACSR) or ends of ABC from which the insulation has been stripped.  Their technical characteristics enable easy formation of joints in accordance with standard 
DIN 48072.  They are made by forging and the inside grooves are serrated, which improves mechanical pull-out strength and provides high-quality electrical contact (the grooves are made in such 
a way that aluminum oxide from the conductor surface is decomposed, which reduces transient resistance between the clamp and the conductor). The body of the clamp is made of aluminum 
alloy of high tensile strength and resistance to corrosion. Its design enables fast, easy and reliable installation, using only one spanner, and there are no parts that can fall off during installation.
        

SRB.

NAPOMENA: Na zahtev Kupca, stezaljke se mogu isporučivati sa toplo cinkovanim ili prohromskim (č.4580) vijčanim delovima.

NOTE: At Customer request the clamps can be delivered with hot-dip galvanized or stainless steel bolts.

ENG.

PARALLEL ME AlCu GROOVE CLAMP
 

UNIMAX ME AlCu STEZALJKA 

372126
372129
372127
372128
372130

Pakovanje (kom)
Packaging (pcs)

50
50
50
25
25

Težina kg/100 kom.
Weight kg/100 pcs

9.80
11.00
11.00
15.00
44.00

ME AlCu 6-35
ME AlCu 6-50
ME AlCu 6-70
ME AlCu 10-95
ME AlCu 25-185

40
40
40
50
75

L (mm)

2xM8
2xM8
2xM8
2xM8
2xM10

41
41
41
44
50

B (mm)

16-70 / 6-35 
16-70 / 6-50 
16-70 / 6-70 
25-150 /  10-95 
35-200 / 25-185 

Presek provodnika Al/Cu (mm�)
Conductor cross-section Al/Cu (mm�)

Kod
Code

Kat.broj
Cat.No.

Br. vijaka
No. of bolts

KOD / CODE : MEAlCu STANDARD:  DIN 48072      EN 61238-1-1      EN 61238-1-3
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Koriste se za spajanje dva paralelna neizolovana provodnika i to kada je glavni vod Al ili Al čelična užad za nadzemne vodove i odvojni vod Cu provodnik. Način izrade garantuje laku, brzu i 
pouzdanu montažu, uz pomoć samo jednog ključa, bez delova koji mogu da otpadnu pri montaži na visini. Izrađene su od specijalne legure aluminijuma velike mehaničke čvrstoće i dobre 
elektroprovodljivosti. Bakarni umetak stezaljke je izrađen od elektrolitičkog bakarnog lima i načinom na koji je ugrađen na stezaljku sprečava prodor vlage između bakarnog i aluminijumskog 
dela, a na taj način onemogućava pojavu elektrolitičke korozije, čime garantuje odličnu elektro provodljivost.          

Bimetal AlCu groove clamps are designed to connect two parallel bare conductors when the main line is AAC, AAAC or ACSR and branch line is a copper conductor. Their technical characteristics 
enable fast, easy and reliable installation using only one spanner and there are no parts that can fall off when working at height. They are made of special aluminum alloy of high tensile strength 
and good electrical conductivity.  The copper insert is made of electrolytic copper sheet and the way it is built into the clamp prevents the penetration of moisture between the copper and alumi-
num part and in this way prevents the occurrence of electrolytic corrosion, thus guaranteeing excellent electrical conductivity. 
        
 

SRB.

NOTE: At Customer request the clamps can be delivered with hot-dip galvanized or stainless steel bolts.

NAPOMENA: Na zahtev Kupca, stezaljke se mogu isporučivati sa toplo cinkovanim ili prohromskim (č.4580) vijčanim delovima.  

       

ENG.

BIMETAL AlCu GROOVE CLAMP

KOMBINOVANA AlCu STEZALJKA  

STANDARD:  SRPS N.F4.106 EN 61238-1-1 KOD / CODE: MAlCu

50 marel.rs

372031
372038
372033

Pakovanje (kom)
Packaging (pcs)

22
22
28

Težina kg/100 kom.
Weight kg/100 pcs

100
50
25

6.40
11.80
26.00

MAlCu 6-35
MAlCu 16-70
MAlCu 25-150

36
60
74

L (mm)

51
51
64

B (mm) b (mm)

10-35/6-16 
35-70/16-35 
25-150/10-25 

1xM6
2xM6
2xM8

Presek provodnika Al/Cu (mm�)
Conductor cross-section Al/Cu (mm�)

Kat.broj
Cat.No.

Kod
Code

Br. vijaka
No. of bolts
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Br. vijaka
No. of bolts

Završne AlAl stezaljke se koriste na krajevima aluminijumskih 
neizolovanih provodnika i to kako za završavanje vodova, tako 
i za njihovo nastavljanje.
Izrađuju se od specifične legure aluminijuma i omogućavaju 
maksimalno dozvoljeno opterećenje Al čelične užadi za 
nadzemne vodove. Unutrašnji žlebovi stezaljke su nazubljeni 
tako da onemogućavaju proklizavanje užeta pod normalnim i 
maksimalnim dozvoljenim, planiranim opterećenjima. Krivo 
užlebljeni kanali povećavaju mehanički zateznu čvrstoću i 
kontakt..
      

Terminal AlAl Clamps are used to terminate or 
connect bare aluminum conductors.
They are made of specific aluminum alloy and enable 
maximum allowed load of aluminum conductors steel 
reinforced (ACSR). 
The inside grooves are serrated, which disables 
slippage of conductors under normal and maximum 
allowed loads. Curved grooves increase tensile 
strength and electrical contact.

      

SRB.

NOTE: At Customer request the clamps can be delivered with hot-dip galvanized 

or stainless steel bolts.

       

NAPOMENA: Na zahtev Kupca, stezaljke se mogu isporučivati sa toplo cinkovanim ili 

prohromskim (č.4580) vijčanim delovima.     

     

ENG.

TERMINAL AlAl CLAMPZAVRŠNA AlAl STEZALJKA   

372041
372042
372043

Pakovanje (kom)
Packaging (pcs)

Prečnik provodnika (mm)
Conductor diameter (mm)

37
47
62

Težina  kg/100 kom
Weight kg/100 pcs

6,3-8,1
9,0-11,7
12,5-14,0

50
25
25

13.00
28.20
41.00

MAlZ 25-35
MAlZ 50-70
MAlZ 95-120

50
60
70

L (mm)

50
60
77

B (mm) b (mm)

25-35 
50-70 
95-120 

2xM8
2xM10
2xM12

Presek provodnika Al/Al (mm�)
Conductor cross-section Al/Al (mm�)

Kat.broj
Cat.No.

Kod
Code

KOD / CODE : MAlZ STANDARD:  SRPS N.F4.106       EN 61238-1-1  
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KOD / CODE : MCuZ STANDARD:  SRPS N.F4.106       EN 61238-1-1
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Završne CuCu stezaljke se koriste na krajevima bakarnih neizolovanih provodnika i 
to kako za završavanje vodova, tako i za njihovo nastavljanje. 

Izrađuju se od legure bakra i omogućavaju maksimalno dozvoljeno opterećenje 
Cu užeta. Unutrašnji žlebovi stezaljke su nazubljeni tako da onemogućavaju 

proklizavanje užeta pod normalnim i maksimalnim dozvoljenim, planiranim 
opterećenjima. Krivo užlebljeni kanali povećavaju mehanički zateznu čvrstoću i 

kontakt.

Terminal CuCu Clamps are designed to terminate or connect bare copper conductors. 
They are made of copper alloy and enable maximum allowed load of copper conductors. 

The inside grooves are serrated, which disables slippage of conductors under normal 
and maximum allowed loads. Curved grooves increase tensile strength and electrical 

contact.

 
 

SRB.

NAPOMENA: Na zahtev Kupca, stezaljke se mogu isporučivati sa toplo cinkovanim ili prohromskim (č.4580) vijčanim delovima.  

        

ENG.

TERMINAL CuCu CLAMP  ZAVRŠNA CuCu STEZALJKA  
   

372141
372142
372143

Pakovanje (kom)
Packaging (pcs)

37
47
62

Prečnik provodnika (mm)
Conductor diameter (mm)

Težina kg/100 kom
Weight kg/100 pcs

6,3-8,1
9,0-11,7
12,5-14,0

20
20
10

27.40
62.60
49.90

MCuZ 25-35
MCuZ 50-70
MCuZ 95-120

50
60
70

L (mm)

50
60
77

B (mm) b (mm)

25-35 
50-70 
95-120 

2xM8
2xM10
2xM12

Presek provodnika Cu/Cu (mm�)
Conductor cross-section Cu/Cu (mm�)

Kat.broj
Cat.No.

Kod
Code

Br. vijaka
No. of bolts

NOTE: At Customer request the clamps can be delivered with hot-dip galvanized or stainless steel bolts.
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STANDARD:  DIN 48075-1      EN 61238-1-1      EN 61238-1-3KOD / CODE : MAlAlS
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Strujne AlAl stezaljke se koriste pri spajanju paralelnih Al, Al čeličnih užadi za nadzemne vodove ili krajeva NN SKS-a sa kojih je prethodno uklonjena izolacija, istih ili približnih preseka. Svojim 
tehničkim karakteristikama omogućavaju spoj faznih provodnika na mestima gde se zahteva velika mehanička čvrstoća i ukrućenost spoja (spoj izveden po DIN 48075-1).  Strujne AlAl stezaljke 
izrađujemo livenjem pod pritiskom i njihovi unutrašnji žlebovi su nazubljeni, što povećava sigurnost na izvlačenje i omogućava siguran elektrokontakt (žlebovi svojom adekvatnom izradom 
omogućavaju razbijanje aluminijum oksida sa površine provodnika i tako umanjuju prelazni otpor između stezaljke i provodnika).   
Telo stezaljke je izrađeno od legure aluminijuma velike mehaničke čvrstoće, otporne na koroziju. Tehničkim karakteristikama omogućava laku i brzu montažu i dugu i sigurnu eksploataciju sa veoma 
malim gubicima na mreži zbog veoma malog prelaznog otpora. Unutrašnji žlebovi su zaštićeni elektrokontaktnom mašću.

AlAl Groove Clamps are designed to connect two parallel aluminum conductors 
(AAC), aluminum alloy conductors (AAAC), aluminum conductors steel 
reinforced (ACSR) or ends of ABC from which the insulation has been stripped, 
of the same or similar cross-sections.  
Their technical characteristics enable connection of phase conductors at the 
places where high tensile strength and stiffness of joint is required (connection 
done in accordance with Standard DIN 48075-1). AlAl Groove   Clamps are 
made by high-pressure die casting and the inside grooves are serrated, which 
improves mechanical pull-out strength and provides high-quality electrical 
contact (the grooves are made in such a way that aluminum oxide from the 
conductor surface is decomposed, which reduces transient resistance between 
the clamp and the conductor). The body of the clamp is made of aluminum alloy 
of high tensile strength and resistance to corrosion. Its design enables fast, easy 
and reliable installation and long-life and safe usage with minor losses on the 
network due to very low transient resistance. Inside grooves are protected with 
electrical contact grease.   
        

SRB.

NOTE: At Customer request the clamps can be delivered with hot-dip galvanized or stainless steel bolts.  

      

NAPOMENA: Na zahtev Kupca, stezaljke se mogu isporučivati sa toplo cinkovanim ili prohromskim (č.4580) vijčanim delovima.  

       
ENG.

AlAl GROOVE CLAMP 

STRUJNA AlAl STEZALJKA 
  

372051
372056
372052
372057
372053
372055
372054

Pakovanje (kom)
Packaging (pcs)

Težina kg/100 kom
Weight kg/100 pcs

50
50
50
25
25
25
25

21.80
35.00
24.00
29.80
29.80
39.20
46.70

MAlAlS 16-35/2
MAlAlS 16-35/3
MAlAlS 35-50/2
MAlAlS 35-50/3
MAlAlS 50-95/3
MAlAlS 95-120/2
MAlAlS 95-120/3

72
78
73
91
91
98
98

L (mm)

42
42
42
47
47
56
56

B (mm)

16-35 
16-35 
35-50 
35-50 
50-95 
95-120 
95-120 

2xM10
3xM10
2xM10
3xM10
3xM10
2xM10
3xM10

Presek provodnika
Al/Al (mm�)

Conductor cross-section
Al/Al (mm�) 
 

Br. vijaka
No. of bolts

Kat.broj
Cat.No.

Kod
Code
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KOD / CODE : MS STANDARD:  SRPS N.F4.106       EN 61238-1-1
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Mepos stezaljke se koriste za izradu kvalitetnog kontakta između svih vrsti Al ili Cu provodnika i pljosnatih provodnika - bakarnih šina u priključnim ormanima. 
Kvalitet kontakta je obezbeđen nazubljenim priključnim površinama Mepos stezaljke. 
Stezaljke su površinski zaštićene galvanskim cinkovanjem i izrađene su postupkom kovanja. 
Veliku primenu nalaze i na razvodnim pločama u stubovima javne rasvete.
       

MEPOS clamps are designed to establish good electrical contact between all types of aluminum and copper conductors and flat conductors - copper busbars 
in enclosures. Serrated contact surfaces  of MEPOS Clamp secure high-quality electrical contact. 
The Clamps are made by forging and are zinc plated. They are widely used on switchboards in street lighting poles.
         

SRB.

ENG.

MEPOS CLAMP 

MEPOS STEZALJKA

374701
374702
374703
374704
374705

Pakovanje (kom)
Packaging (pcs)

25
25
25
10
10

Težina  kg/100 kom
Weight kg/100 pcs

14.40
14.80
17.20
38.50
49.30

MS 16-35
MS 16-95
MS 50-120
MS 50-150
MS 70-185

34
36
47
68
84

L (mm)

18
18
20
23
28

B (mm)

16-35/16-35 
16-35/50-95 
50-95/70-120 
50-150/50-150 
70-150/95-185 

1xM8
1xM8
1xM10
1xM10
1xM12

Presek provodnika (mm�)
Conductor cross-section (mm�)

Kat.broj
Cat.No.

Kod
Code

Br. vijaka
No. of bolts
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Ukrsni komad koristi se za međusobno 
povezivanje pocinkovanih traka za 
uzemljenje, pocinkovanih traka za 
uzemljenje sa okruglim pocinkovanim 
provodnicima uzemljivača i međusobno 
povezivanje okruglih pocinkovanih 
provodnika uzemljivača.  

Earthing Square Tape Clamp is designed 
to connect two earthing tapes, two 
earthing wires or an earthing tape with 
an earthing wire.  
    

SRB.

NOTE: At Customer request, earthing square tape clamps can 

be manufactured in such a way that they allow a proper and 

long-lasting functional connection even in cases where the 

earthing devices are made of copper or aluminum wire  and 

need to be connected to a galvanized earthing tape or similar 

type of earthing device.

NAPOMENA: Na zahtev Kupca ukrsne komade možemo da 

izradimo i na taj način da dozvoljavaju pravilan i dugotrajan 

funkcionalan spoj i u slučajevima kada su uzemljivači  izrađeni 

od bakrnog ili aluminijumskog užeta  i potrebno ih je povezati 

na pocinkovanu traku  za uzemljenje ili na sličnu vrstu 

uzemljivača.      

   

ENG.

EARTHING SQUARE TAPE
CLAMP

UKRSNI KOMAD  
  

STANDARD:  SRPS N.B4.934       SRPS N.B4.935       SRPS N.B4.936      EN 62561-1  
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Kat.broj
Cat. No.

376061
376062
376063
376064
376067
376068

Pakovanje (kom)
Packaging (pcs)

Težina kg/100 kom
Weight kg/100 pcs

25
25
25
25
25
25

26.60
26.60
26.60
50.80
24.20
28.30

MTT 60x60/III
MTU 60x60/III
MUU 60x60/III
MTT 80x80/III
MTT 60x60/III 2mm
MTT 60x60/III 3mm

2.5
2.5
2.5
3
2
3

Debljina lima (mm)
Sheet thickness (mm)

4xM8
4xM8
4xM8
4xM8
4xM8
4xM8

Kod
Code
(A+A)

Br. vijaka
No. of bolts
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KAT. BR. / CAT.NO. 376160 KOD / CODE : MSU STANDARD:  EN 62561-1   
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Stezaljka za uzemljenje je namenjena za izradu pouzdanog 
i veoma čvrstog spoja na uzemljivačima izvedenim trakom 
ili okruglim provodnicima. 
Stezaljka je izrađena od legure mesinga i površinski je 
zaštićena galvanskim cinkovanjem.

Earthing Clamp is designed to establish a reliable and very strong connection between earthing tapes or earthing wires. 
The Clamp is made of brass and is zinc plated.

          

SRB.

ENG.

EARTHING CLAMP

STEZALJKA ZA UZEMLJENJE
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Plastično izolovano kućiste se upotrebljava za neizolovane stezaljke MAREL tipa: MAl, 
MAlAl, MMs, MCu, MEAlCu, MAlCu.    
Obezbeđuje sigurnu zaštitu od napona dodira.    
Otporna je na atmosferske, mehaničke uticaje i UV zračenje, jer je izrađena od materijala 
velike mehaničke čvrstoće i postojane strukture u svim vremenskim uslovima.  
 

Plastic cover is designed to insulate the following types of MAREL non-insulated clamps: 
MAl, MAlAl, MMs, MCu, MEAlCu, MAlCu. It secures safe protection against touch voltage. 
It is resistant to atmospheric and mechanical impacts and UV radiation because it is made 
of material of high tensile strength and stable structure in all weather conditions.

SRB. ENG.

PLASTIC COVER FOR PG CLAMPSPLASTIČNO IZOLOVANO KUĆIŠTE  

   

Kat.broj
Cat. No.

372131
372132
372133

Pakovanje (kom)
Packaging (pcs)

Težina kg/100 kom
Weight kg/100 pcs

INN 1
INN 2
INN 3

Za Marel Unimax stezaljke
For Marel  PG clamps

3.50
4.40
7.40

4-25; 6-35; 6-50
6-95; 10-95; 25-150
35-240

25
25
25

Kod
Code

KOD / CODE : INN
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KOD / CODE : MSK
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SRB.

ENG.

Stezaljka za sajlu ili uže takođe se naziva i Žabica.  Koristi se za stezanje svih vrsti 
sajli. Dimenzija označava prečnik sajle za koju je predviđena.   
    
     

Wire rope clip, also called Loop clamp, is designed to connect all kinds of wires and 
ropes. 
The dimension shown in the code indicates the diameter of the wire for which it is 
intended. 

WIRE ROPE CLIP 

KLEMA ZA SAJLU
   

Kat.broj
Cat. No.

376261
376262
376263
376264
376265
376266
376267
376268
376269
376270
376271

Pakovanje (kom)
Packaging (pcs)

Težina kg/100 kom
Weight kg/100 pcs

100
100
100
100
100
100
100
50
50
50
50

1.80
2.40
3.20
6.50
9.40
14.40
17.60
9.10
11.20
13.10
15.30

MSK 5
MSK 6,5
MSK 8
MSK 10
MSK 11
MSK 13
MSK 14
MSK 16
MSK 19
MSK 22
MSK 26

24
28
34
42
44
55
57
63
75
85
95

A (mm)

10
12
14
20
20
25
25
28
32
35
38

B (mm) C (mm)

5
6.5
8
10
11
13
14
16
19
22
26

22
25
30
35
37
43
45
52
58
64
68

Prečnik sajle (mm)
Wire diameter (mm)

Izolovane Vodonepropusne Stezaljke - Insulated Piercing ConnectorsI

Kod
Code
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KAT. BR. / CAT.NO.  379050 KOD / CODE : KST

59marel.rs

Kontaktna stezaljka KST je pouzdana i trajna veza, ostvarena između pocinkovane trake za 
uzemljenje i armature budućeg objekta. 
Nakon postavljenja, čitav sklop se zaliva betonom i garantuje trajno kvalitetnu zaštitu od 
prenapona i zaštitu od vazdušnih električnih pražnjenja.

Napomena: Na zahtev Kupca stezaljka može biti izrađena i od prohroma.

Note: At Customer request the clamp can be made of stainless steel.

SRB.

KONTAKTNA STEZALJKA KST

  
  

Tape to rebar clamp KST is designed to make a reliable and permanent  connection between 
galvanized earthing tape and the reinforcing bars of the future building. 
After installation, the entire assembly is poured with concrete,  which guarantees perma-
nent high-quality protection against overvoltage and corona discharge.

ENG.

TAPE TO REBAR CLAMP KST
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KAT. BR. / CAT.NO. 372100 KOD / CODE : MKS STANDARD:  SRPS N.B4.934      SRPS N.B4.935      SRPS N.B4.936       EN 62561-1  
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Konataktna stezaljka MKS se koristi  za međusobno povezivanje pocinkovane trake  za uzemljenje sa okruglim bakarnim provodnicima uzemljivača 
i međusobno povezivanje okruglih bakranih provodnika uzemljivača. Sastoji se od dve ili tri pločice dimenzija 66x30 mm i dva vijka M8x45 mm.

 
        
        

Contact Clamp MKS is designed to connect a galvanized earthing tape  with a copper earthing wire or to connect two copper earthing wires. The 
Clamp consists of two or three plates 66x30 mm and two bolts M8x45 mm.

SRB.

KONTAKTNA STEZALJKA MKS

  
  

ENG.

CONTACT CLAMP MKS
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