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KOD / CODE :  CuSCSTD STANDARD:   EN 61238-1-1    

COPPER CABLE JOINTS

 

BAKARNE SPOJNE ČAURE ZA PRESOVANJE

   Izrađuju se od elektrolitičkog bakra, u skladu sa standardom EN 13600. Bakarne spojne 
čaure se koriste za nastavljanje bakarnih provodnika istog preseka. 
Na čaurama su obeležena mesta za pravilno presovanje. 
Bakarne čaure su ispitane i atestirane prema zahtevima standarda EN 61238-1-1. 

        
        

Napomena: Na zahtev Kupca zaštita se vrši niklovanjem, ili galvanskim kalajisanjem. 

  

SRB. ENG.

Copper Cable Joints are made of electrolytic copper, in accordance with EN 13600 . They are 
designed to connect copper conductors of the same cross-sections. 
Their technical characteristics enable easy installation and connection of non-tension 
conductors. 
Copper cable joints have markings that provide information regarding the number and width 
of crimpings.
They are tested and certified according to requirements of standard EN 61238-1-1 .

Note: At Customer request  they can be nickel plated or tin plated.

Pakovanje (kom)
Packaging (pcs)

Težina kg/100 kom.
Weight kg/100 pcs

L (mm) D (mm) D1 (mm) Broj presovanja meh./hidr.
Number of crimpings mech. / hydr.

Presek provodnika (mm�)
Conductor cross-section (mm�) 

372401
372402
372403
372404
372405
372406
372407
372408
372409
372410
372411
372412
372413
372414
372415
372416
372417
372418

100
100
100
100
100
50
50
50
25
25
25
25
25
25
25
25
25
25

0.30
0.33
0.98
1.54
2.31
3.83
4.25
6.96
6.70
8.53
11.68
14.84
30.00
76.00
90.00
104.00
155.00
201.00

CuSCSTD 6
CuSCSTD 10
CuSCSTD 16
CuSCSTD 25
CuSCSTD 35
CuSCSTD 50
CuSCSTD 70
CuSCSTD 95
CuSCSTD 120
CuSCSTD 150
CuSCSTD 185
CuSCSTD 240
CuSCSTD 300
CuSCSTD 400
CuSCSTD 500
CuSCSTD 625
CuSCSTD 800
CuSCSTD 1000

5.5
6
8
10
12
14
16
18
19.5
21
24
26
32
38.5
42
44
52
58

3.8
4.5
6
7.5
9
10
12
13.5
15
17
19.5
21
24.5
27.5
31
34.5
40
44

2-2/-
2-2/-
2-2/1-1
2-2/1-1
2-2/1-1
3-3/1-1
3-3/1-1
4-4/1-1
4-4/2-2
4-4/2-2
4-4/2-2
 - /2-2
 - /2-2
 - /3-3
 - /3-3
 - /4-4
 - /5-5
 - /5-5

6
10
16
25
35
50
70
95
120
150
185
240
300
400
500
625
800
1000

30
30
50
50
50
56
56
70
70
80
85
90
100
150
160
160
200
200

Kod
Code

Kat.broj
Cat. No

 V.3



Copper Cable Joints are made of electrolytic copper, in accordance with EN 13600 . They are designed to connect copper conductors of the same cross-sections. 
They are made in accordance with the requirements of standard DIN 46267-1 and are suitable for non-tension connections.
Copper cable joints have markings that provide information regarding the number and width of crimpings.

Izrađuju se od elektrolitičkog bakra, u skladu sa standardom  EN 13600. Bakarne spojne čaure se koriste za nastavljanje bakarnih provodnika istog preseka. 
Izrađene su u skladu sa standardom DIN 46267-1 za spojeve bez mehaničkog zatezanja. Na čaurama su obeležena mesta za pravilno presovanje. 
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KOD / CODE : CuSCD STANDARD:  EN 61238-1-1

SRB.

BAKARNE SPOJNE ČAURE ZA PRESOVANJE

   

COPPER CABLE JOINTS

   

ENG.

Note: At Customer request  the joints can be nickel plated or tin plated.

Napomena:  Na zahtev Kupca zaštita se vrši niklovanjem, ili galvanskim kalajisanjem. 

Pakovanje (kom)
Packaging (pcs)

Težina kg/100 kom.
Weight kg/100 pcs

L (mm) D (mm) D1 (mm) Broj presovanja meh./hidr.
Number of crimpings mech. / hydr.

Presek provodnika (mm�)
Conductor cross-section (mm�) 

371909
371910
371916
371925
371935
371950
371970
371995
371912
371915
371918
371924
371930
371931
371932
371933
371934
371936

100
100
100
100
100
50
50
50
25
25
25
25
25
25
25
25
25
25

0.30
0.33
0.98
1.54
2.31
3.83
4.25
6.96
6.70
8.53
11.68
14.84
30.00
76.00
90.00
104.00
155.00
201.00

CuSCD 6
CuSCD 10
CuSCD 16
CuSCD 25
CuSCD 35
CuSCD 50
CuSCD 70
CuSCD 95
CuSCD 120
CuSCD 150
CuSCD 185
CuSCD 240
CuSCD 300
CuSCD 400
CuSCD 500
CuSCD 625
CuSCD 800
CuSCD 1000

5.5
6
8.5
10
12.5
14.5
16.5
19
21
23.5
25.5
29
32
38.5
42
44
52
58

3.8
4.5
5.5
7.0
8.2
10
11.5
13.5
15.5
17
19.0
21.5
24.5
27.5
31
34.5
40
44

2-2/-
2-2/-
2-2/1-1
2-2/1-1
2-2/1-1
3-3/1-1
3-3/1-1
4-4/1-1
4-4/2-2
4-4/2-2
4-4/2-2
 - /2-2
 - /2-2
 - /3-3
 - /3-3
 - /4-4
 - /5-5
 - /5-5

6
10
16
25
35
50
70
95
120
150
185
240
300
400
500
625
800
1000

30
30
50
50
50
56
56
70
70
80
85
90
100
150
160
160
200
200

Kod
Code

Kat.broj
Cat. No

 V.3



KOD / CODE :  MBSP STANDARD:  SRPS N.F4.101      EN 61238-1-1      

Bimetalne spojne AlCu čaure se koriste za spajanje i nastavljanje Al provodnika 
sa bakarnim provodnicima. Površina čaure je obeležena za pravilno presovanje. 
Postignuti spoj nije predviđen za mehanička zatezanja. Čaure poseduju uljnu 
barijeru. 
Na čaurama su obeležena mesta za pravilno presovanje. 

SRB.

BIMETAL AlCu CABLE JOINTS

 

BIMETALNE SPOJNE AlCu ČAURE

   

Br. presovanja 
meh./hidr. (Al)

Number of crimpings
 mech. / hydr. (Al)

Br. presovanja 
meh./hidr. (Cu)
Number of crimpings
 mech. / hydr. (Cu)

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

2/-

2/-

4/2

4/2

4/2

4/2

4/2

6/3

6/3

6/3

2/-

2/-

2/0

2/1

2/1

2/1

2/1

4/2

4/2

4/2

L
(mm)

D
(mm)

D1
(mm)

100
100
100
100
100
100
100
100
100
50
50
50
50
50
50
50
50
50
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25

0.92
1,00
1.45
1,40
1.63
1.88
2,50
2.65
3,30
3.24
3.75
4.49
4,90
5,70
7.25
8,20
9,20
10,20
8,50
10,90
11,50
10.35
12.65
13,90
16.65
14.35
15.55
19.35
20.85
20,50
23,30
25,50
29,80

D2
(mm)

371401
371402
371403
371404
371405
371406
371407
371408
371409
371410
371411
371412
371413
371414
371415
371416
371417
371418
371419
371420
371421
371422
371423
371424
371425
371426
371427
371428
371429
371430
371431
371432
371433

MBSP 16.6
MBSP 16.10
MBSP 16.16
MBSP 25.10
MBSP 25.16
MBSP 25.25
MBSP 35.16
MBSP 35.25
MBSP 35.35
MBSP 50.25
MBSP 50.35
MBSP 50.50
MBSP 70.35
MBSP 70.50
MBSP 70.70
MBSP 95.50
MBSP 95.70
MBSP 95.95
MBSP 120.70
MBSP 120.95
MBSP 120.120
MBSP 150.70
MBSP 150.95
MBSP 150.120
MBSP 150.150
MBSP 185.95
MBSP 185.120
MBSP 185.150
MBSP 185.185
MBSP 240.120
MBSP 240.150
MBSP 240.185
MBSP 240.240

11
11
11
12
12
12
14
14
14
16
16
16
18.5
18.5
18.5
22
22
22
23
23
23
25
25
25
25
28.5
28.5
28.5
28.5
32
32
32
32

5.8
5.8
5.8
6.8
6.8
6.8
8
8
8
9.8
9.8
9.8
11.5
11.5
11.5
13.5
13.5
13.5
15
15
15
16.5
16.5
16.5
16.5
18.5
18.5
18.5
18.5
21.5
21.5
21.5
21.5

3.8
4.5
5.5
4.5
5.5
7
5.5
7
8.2
7
8.2
10
8.2
10
11.5
10
11.5
13.5
11.5
13.5
15.5
11.5
13.5
15.5
17
13.5
15.5
17
19
15.5
17
19
21.5

16
16
16
25
25
25
35
35
35
50
50
50
70
70
70
95
95
95
120
120
120
150
150
150
150
185
185
185
185
240
240
240
240

52
55
61
71
71
71
80
80
80
83
83
83
91
93
93
99
100
103
98
104
104
113
117
117
123
118
118
125
125
126
134
134
138

Presek
provodnika

Al (mm�)
Conductor cross-
section Al (mm�)

6
10
16
10
16
25
16
25
35
25
35
50
35
50
70
50
70
95
70
95
120
70
95
120
150
95
120
150
185
120
150
185
240

Presek
provodnika
Cu (mm�)

Conductor cross-
section Cu (mm�)

ENG.

Bimetal AlCu Cable Joints are designed to connect aluminum conductors  and 
copper conductors. The joints have markings that provide information regarding 
the number and width of crimpings. 
The joints are suitable for non-tension connections. 
The joints have oil barrier. Bimetal AlCu cable joints have markings that provide 
information regarding the number and width of crimpings.

Kod
Code

Kat.broj
Cat. No
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KOD / CODE :  MBP STANDARD:  EN 61238-1-1       EN 61238-1-3

Bimetalne AlCu papučice se koriste na završecima Al provodnika.
Izrađene su od dva različita metala, aluminijuma i bakra, i kao takve imaju funkciju 
ostvarivanja trajnog provodnog spoja između tih metala. 
Površina papučice je obeležena za pravilno presovanje. Postignuti spoj nije predviđen za 
mehanička zatezanja. Papučice poseduju uljnu barijeru.

SRB.

Bimetal AlCu Cable Lugs are designed for termination of aluminum conductors.
They are made of two different metals, aluminum and copper, and as such their function is 
to achieve permanent connection between these two metals. 
The lugs have markings that provide information regarding the number and width of 
crimpings. The lugs are suitable for non-tension connections.
The Lugs have oil barrier. 

ENG.

BIMETALNE AlCu PAPUČICE

BIMETAL AlCu CABLE LUGS

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

D
(mm)

D1
(mm)

5.85
5,90
5,70
5,80
5,60
5,30
6,30
6,10
5,80
6,40
6,20
5,90
7,50
7,40
7,10
11,40
11,10
11,80
12,00
11,40
13,50
13,10
18,40
18,00
17,60
22,20
21,80
21,40
27,80
27,50
27,20
45,00
39,70
39,40

D2
(mm)

L
(mm)

371525
371501
371502
371503
371504
371505
371506
371507
371508
371509
371510
371511
371512
371513
371514
371515
371516
371517
371518
371519
371520
371521
371522
371526
371527
371523
371528
371529
371524
371530
371525
371531
371532
371533

MBP 16.6
MBP16.8
MBP 16.10
MBP 25.8
MBP 25.10
MBP 25.12
MBP 35.8
MBP 35.10
MBP 35.12
MBP 50.8
MBP 50.10
MBP 50.12
MBP 70.8
MBP 70.10
MBP 70.12
MBP 95.8
MBP 95.10
MBP 95.12
MBP 120.10
MBP 120.12
MBP 150.10
MBP 150.12
MBP 185.12
MBP 185.14
MBP 185.16
MBP 240.12
MBP 240.14
MBP 240.16
MBP 300.12
MBP 300.14
MBP 300.16
MBP 400.12
MBP 400.14
MBP 400.16

16
16
16
16
16
16
16
16
16
20
20
20
20
20
20
20
20
20
25
25
25
25
32
32
32
32
32
32
40
40
40
40
40
40

5.5
5.5
5.5
6.5
6.5
6.5
8.2
8.2
8.2
9.7
9.7
9.7
11
11
11
12,5
12.5
12.5
14.5
14.5
16.5
16.5
17.5
17.5
17.5
19.5
19.5
19.5
23
23
23
26.2
26.2
26.2

6.5
8.5
10.5
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
10.5
13
10.5
13
13
15
17
13
15
17
13
15
17
13
15
17

82

88

110

120

160

100

50

25

16.6
16.8
16.10
25.8
25.10
25.12
35.8
35.10
35.12
50.8
50.10
50.12
70.8
70.10
70.12
95.8
95.10
95.12
120.10
120.12
150.10
150.12
185.12
185.14
185.16
240.12
240.14
240.16
300.12
300.14
300.16
400.12
400.14
400.16

Presek provodnika (mm�)
/Rupa za vijak (M)
Conductor cross-section 
(mm�) /Palm hole (M)

Kod
Code

Kat.broj
Cat. No

 V.3



strong
reliable
efficient

Kablovske papučice i čaure - Cable Lugs and Joints 19marel.rs  V.3

snažna
pouzdana
efikasna
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KOD / CODE :  AlCuS STANDARD:  SRPS N.F4.101      EN 61238-1-1      EN 61238-1-3

Cevaste aluminijumske papučice sa bakarnim prstenom koriste se za ostvarivanje 
pouzdanog spoja između krajeva aluminijumskih provodnika i bakarnih površina 
(bakarnih šina, kontakta prekidača i sl.). 
Svojim tehničkim mogućnostima omogućavaju laku primenu i izradu spoja prema SRPS 
N.F4.101. Unutrašnjost papučice je zaštićena elektrokontaktnom mašću. 
Površina papučice je obeležena za pravilno presovanje. Postignuti spoj nije predviđen za 
mehanička zatezanja.

  

SRB.

TUBULAR ALUMINUM CABLE LUGS
WITH COPPER RING

CEVASTE AlCu PAPUČICE ZA PRESOVANJE

ENG.

Tubular Aluminum Cable Lugs with Copper Ring are designed to connect the ends of 
aluminum conductors and copper surfaces (copper bus bars, contacts of switches, etc.). 
Connection is done by crimping process and fulfills requirements of standard 
EN 61238-1-1 and EN 61238-1-3.
The lugs have markings that provide information regarding the number and width of 
crimpings. 
The lugs are suitable for non-tension connections.  The inside of the lug is protected 
with electrical contact grease.

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

a
(mm)

D1
(mm)

1.28
1,30
1,40
1,31
1,40
1,46
2,00
2,08
2,15
2,40
2,45
2,50
3,20
3,25
3,30
3,40
6,00
6,10
6,30
6,35
6,38
6,42
6,45
8,80
8,85
8,90
8,95
9,30
9,40
9,50
10,50
10,80
11,00
19,00
19,90

45
45
45
50
50
50
55
55
55
57
57
57
65
65
65
65
80
80
80
80
84
84
84
97
97
97
97
100
100
100
110
110
110
117
117

100
100
100
100
100
100
100
100
100
50
50
50
50
50
50
50
50
50
50
50
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25

4/2

4/2

4/2

4/2

6/3

6/3

6/3

6/3

6/3

8/3

8/3

D2
(mm)

D
(mm)

L
(mm)

Broj presovanja 
meh./hidr.

Number of crimpings
 mech. / hydr. 

 

370001
370002
370003
370004
370005
370006
370007
370008
370009
370010
370011
370012
370013
370014
370015
370016
370017
370018
370019
370020
370021
370022
370023
370024
370025
370026
370027
370028
370029
370030
370031
370032
370033
370034
370035

AlCuS 16.6
AlCuS 16.8
AlCuS 16.10
AlCuS 25.8
AlCuS 25.10
AlCuS 25.12
AlCuS 35.8
AlCuS 35.10
AlCuS 35.12
AlCuS 50.8
AlCuS 50.10
AlCuS 50.12
AlCuS 70.8
AlCuS 70.10
AlCuS 70.12
AlCuS 70.16
AlCuS 95.8
AlCuS 95.10
AlCuS 95.12
AlCuS 95.16
AlCuS 120.10
AlCuS 120.12
AlCuS 120.16
AlCuS 150.10
AlCuS 150.12
AlCuS 150.16
AlCuS 150.20
AlCuS 185.12
AlCuS 185.16
AlCuS 185.20
AlCuS 240.12
AlCuS 240.16
AlCuS 240.20
AlCuS 300.16
AlCuS 300.20

25
25
25
26
26
26
28
28
28
28
28
28
29
29
29
29
44
44
44
44
48
48
48
55
55
55
55
58
58
58
62
62
62
62
62

5.5
5.5
5.5
6.8
6.8
6.8
8
8
8
9.6
9.6
9.6
11.2
11.2
11.2
11.2
13
13
13
13
15
15
15
16.5
16.5
16.5
16.5
18
18
18
21
21
21
23.3
23.3

6.5
8.5
10.5
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
17
8.5
10.5
13
17
10.5
13
17
10.5
13
17
21
13
17
21
13
17
21
17
21

11
11
11
12
12
12
14
14
14
16
16
16
18
18
18
18
22
22
22
22
22.5
22.5
22.5
25
25
25
25
28
28
28
32
32
32
34
34

16.6
16.8
16.10
25.8
25.10
25.12
35.8
35.10
35.12
50.8
50.10
50.12
70.8
70.10
70.12
70.16
95.8
95.10
95.12
95.16
120.10
120.12
120.16
150.10
150.12
150.16
150.20
185.12
185.16
185.20
240.12
240.16
240.20
300.16
300.20

Presek provodnika (mm�)
 / Rupa za vijak (M) 
Conductor cross- section 
(mm�)/ Palm hole (M)

Kod
Code

Kat.broj
Cat. No

 V.3
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KOD / CODE :  AlCuD STANDARD:  SRPS N.F4.101      EN 61238-1-1       EN 61238-1-3

Cevaste aluminijumske papučice sa bakarnim prstenom koriste se za ostvarivanje 
pouzdanog spoja između krajeva aluminijumskih provodnika i bakarnih površina 
(bakarnih šina, kontakta prekidača i sl.). 
Unutrašnjost papučice je zaštićena elektrokontaktnom mašću. 
Površina papučice je obeležena za pravilno presovanje. 
Postignuti spoj nije predviđen za mehanička zatezanja.

       

SRB.

TUBULAR ALUMINUM
CABLE LUGS WITH COPPER RING

 

CEVASTE AlCu PAPUČICE ZA PRESOVANJE

ENG.

Tubular Aluminum Cable Lugs with Copper Ring are designed to connect the ends of 
aluminum conductors and copper surfaces (copper bus bars, contacts of switches, etc.). 
Connection is done by crimping process and fulfills requirements of Standard EN 
61238-1-1, EN 61238-1-3.
The lugs have markings that provide information regarding the number and width of 
crimpings.
The lugs are suitable for non-tension connections.  The inside of the lug is protected 
with electrical contact grease.

      

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

a
(mm)

D1
(mm)

1.28
1,30
1,40
1,31
1,40
1,46
2,00
2,08
2,15
2,40
2,45
2,50
3,20
3,25
3,30
3,40
6,00
6,10
6,30
6,35
6,38
6,42
6,45
8,80
8,85
8,90
8,95
9,30
9,40
9,50
10,50
10,80
11,00
19,00
19,90

52
52
52
62
62
62
69
69
69
74
74
74
85
85
85
85
92
92
92
92
94
94
94
105
105
105
105
108
108
108
118
118
118
125
125

100
100
100
100
100
100
100
100
100
50
50
50
50
50
50
50
50
50
50
50
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25

4/2

4/2

4/2

4/2

6/3

6/3

6/3

6/3

6/3

8/3

8/3

D2
(mm)

D
(mm)

L
(mm)

Broj presovanja 
meh./hidr.

Number of crimpings
 mech. / hydr. 

370401
370402
370402
370403
370404
370405
370406
370407
370408
370409
370410
370411
370412
370413
370414
370415
370416
370417
370418
370419
370420
370421
370422
370423
370424
370425
370426
370427
370428
370429
370430
370431
370432
370433
370434

AlCuD 16.6
AlCuD 16.8
AlCuD 16.10
AlCuD 25.8
AlCuD 25.10
AlCuD 25.12
AlCuD 35.8
AlCUD 35.10
AlCuD 35.12
AlCuD 50.8
AlCuD 50.10
AlCuD 50.12
AlCuD 70.8
AlCuD 70.10
AlCuD 70.12
AlCu D70.16
AlCuD 95.8
AlCuD 95.10
AlCuD 95.12
AlCuD 95.16
AlCuD 120.10
AlCuD 120.12
AlCuD 120.16
AlCuD 150.10
AlCuD 150.12
AlCuD 150.16
AlCuD 150.20
AlCuD 185.12
AlCuD 185.16
AlCuD 185.20
AlCuD 240.12
AlCuD 240.16
AlCuD 240.20
AlCuD 300.16
AlCuD 300.20

30
30
30
38
38
38
42
42
42
45
45
45
49
49
49
49
56
56
56
56
59
59
59
60
60
60
60
62
62
62
65
65
65
69
69

5.5
5.5
5.5
6.8
6.8
6.8
8
8
8
9.6
9.6
9.6
11.2
11.2
11.2
11.2
13
13
13
13
15
15
15
16.5
16.5
16.5
16.5
18
18
18
21
21
21
23.3
23.3

6.5
8.5
10.5
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
17
8.5
10.5
13
17
10.5
13
17
10.5
13
17
21
13
17
21
13
17
21
17
21

11
11
11
12
12
12
14
14
14
16
16
16
18
18
18
18
22
22
22
22
22.5
22.5
22.5
25
25
25
25
28
28
28
32
32
32
34
34

16.6
16.8
16.10
25.8
25.10
25.12
35.8
35.10
35.12
50.8
50.10
50.12
70.8
70.10
70.12
70.16
95.8
95.10
95.12
95.16
120.10
120.12
120.16
150.10
150.12
150.16
150.20
185.12
185.16
185.20
240.12
240.16
240.20
300.16
300.20

Presek provodnika (mm�) 
/ Rupa za vijak (M) 
Conductor cross-section(mm�)
Palm hole (M)

Kod
Code

Kat.broj
Cat. No
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22 Kablovske papučice i čaure - Cable Lugs and Joints marel.rs

KOD / CODE :  AIS STANDARD:  SRPS N. F4. 101      EN 61238-1-1 

Al spojne čaure za presovanje koriste se za spajanje i nastavljanje Al provodnika.
Svojim tehničkim mogućnostima omogućavaju laku primenu i izradu spoja prema 
SRPS N.F4.101. Unutrašnjost čaure je zaštićena elektrokontaktnom mašću. 
Površina čaure je obeležena za pravilno presovanje. Postignuti spoj nije predviđen za 
mehanička zatezanja.

SRB.

Aluminum Cable joints are designed to connect aluminum conductors of the same 
cross-sections.
Connection is done by crimping process and fulfills requirements of standard EN 
61238-1-1.
The inside of the joint is protected with electrical contact grease. The joints have 
markings that provide information regarding the number and width of crimpings. 
The joints are suitable for non-tension connections. 

ENG.

ALUMINUM CABLE JOINTS
 

ALUMINIJUMSKE SPOJNE ČAURE  ZA PRESOVANJE

370501
370502
370503
370504
370505
370506
370507
370508
370509
370510
370511

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

100
100
100
50
50
50
25
25
25
25
25

0.76
1.05
1,60
1,80
2,80
5,60
6,80
7,80
13,60
17,30
18,00

AlS 16
AlS 25
AlS 35
AlS 50
AlS 70
AlS 95
AlS120
AlS 150
AlS 185
AlS 240
AlS 300

11
12
14
16
18
22
22.5
25
28
32
34

L (mm)

5,5
6,8
8
9,6
11,2
13
15
16,5
18
21
23,3

D (mm) D1 (mm)

2-2/ -
3-3/ -
3-3/ -
3-3/ -
4-4/2-2
6-6/3-3
6-6/3-3
6-6/3-3
6-6/3-3
8-8/3-3
8-8/3-3

Broj presovanja 
meh./hidr.
Number of crimpings
mech. / hydr. 

16
25
35
50
70
95
120
150
185
240
300

40
50
55
60
70
90
95
110
115
140
140

Presek provodnika (mm�)
Conductor cross-section 

(mm�) 
Kod
Code

Kat.broj
Cat. No
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KOD / CODE :  AID STANDARD:  DIN 46267-2     EN 61238-1-1  

Al spojne čaure za presovanje koriste se za spajanje i nastavljanje Al provodnika izrađenih 
prema DIN 48201-1 i DIN EN 50182 istog preseka. 
Unutrašnjost čaure je zaštićena elektrokontaktnom mašću. Površina čaure je obeležena za 
pravilno presovanje. 
Postignuti spoj nije predviđen za mehanička zatezanja.
    

SRB.

Aluminum Cable Јoints are designed to connect aluminum conductors of the same 
cross-sections.
Connection is done by crimping process and fulfills requirements of standard EN 
61238-1-1.
The inside of the joint is protected with electrical contact grease. The joints have 
markings that provide information regarding the number and width of crimpings.
The јoints are suitable for non-tension connections. 

ENG.

ALUMINUM CABLE JOINTS
 

ALUMINIJUMSKE SPOJNE ČAURE  ZA PRESOVANJE

370601
370602
370603
370604
370605
370606
370607
370608
370609
370610
370611

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

100
100
100
50
50
50
25
25
25
25
25

0.95
1,50
2,40
2,90
4.85
6.95
7,20
8.35
14,50
17,90
18,90

AlD 16
AlD 25
AlD 35
AlD 50
AlD 70
AlD 95
AlD 120
AlD 150
AlD 185
AlD 240
AlD 300

11
12
14
16
18
22
22.5
25
28
32
34

L (mm)

5.5
6.8
8
9.6
11.2
13
15
16,5
18
21
23,3

D (mm) D1 (mm)

3-3/ -
4-4/ 2-2
4-4/ 2-2
5-5/ 2-2
5-5/ 2-2
5-5/ 2-2
6-6/3-3
6-6/3-3
6-6/3-3
8-8/3-3
8-8/3-3

Broj presovanja 
meh./hidr.
Number of crimpings
 mech. / hydr. 

16
25
35
50
70
95
120
150
185
240
300

55
65
80
85
96
100
105
120
125
145
145

Presek provodnika (mm�)
Conductor cross-section 

(mm�) 
Kod
Code

Kat.broj
Cat. No
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KOD / CODE :  AlCPS STANDARD:  SRPS N.F4.101      EN 61238-1-1        EN  61238-1-3

Cevaste aluminijumske papučice koriste se na krajevima aluminijumskih 
provodnika. Unutrašnjost papučice je zaštićena elektrokontaktnom mašću. 
Površina papučice je obeležena za pravilno presovanje. 
Postignuti spoj nije predviđen za mehanička zatezanja.

SRB.

Tubular Aluminum Cable Lugs  are designed for termination of aluminum 
conductors.
Connection is done by crimping process and fulfills requirements of standard EN 
61238-1-1,  EN 61238-1-3.
The inside of the lug is protected with electrical contact grease. The lugs have 
markings that provide information regarding the number and width of crimpings. 
The lugs are suitable for non-tension connections. 

ENG.

TUBULAR ALUMINUM CABLE LUGS

 

CEVASTE Al PAPUČICE ZA PRESOVANJE 

370901
370902
370903
370904
370905
370906
370907
370908
370909
370910
370911
370912
370913
370914
370915
370916
370917
370918
370919
370920
370921
370922
370923
370924
370925
370926
370927
370928
370929
370930
370931
370932
370933
370934
370935

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

4/2

4/2

4/2

4/2

6/3

6/3

6/3

6/3

6/3

8/3

8/3

100

100

100

50

50

50

25

25

25

25

25

1.1
1
0.95
0.9
1.2
1.15
1.1
1.7
1.6
1.5
2.2
2.1
2
2.7
2.6
2.55
2.5
5.5
5.4
5.3
5.2
5.7
5.5
5.26
8.58
8.5
8.4
11
10.9
10.8
15.3
15.2
15.1
16.6
16.5

AlCPS 16.6
AlCPS 16.8
AlCPS 16.10
AlCPS 16.12
AlCPS 25.8
AlCPS 25.10
AlCPS 25.12
AlCPS 35.8
AlCPS 35.10
AlCPS 35.12
AlCPS 50.8
AlCPS 50.10
AlCPS 50.12
AlCPS 70.8
AlCPS 70.10
AlCPS 70.12
AlCPS 70.16
AlCPS 95.8
AlCPS 95.10
AlCPS 95.12
AlCPS 95.16
AlCPS 120.10
AlCPS 120.12
AlCPS 120.16
AlCPS 150.12
AlCPS 150.16
AlCPS 150.20
AlCPS 185.12
AlCPS 185.16
AlCPS 185.20
AlCPS 240.12
AlCPS 240.16
AlCPS 240.20
AlCPS 300.16
AlCPS 300.20

45
45
45
45
48
48
48
53
53
53
55
55
55
63
63
63
63
78
78
78
78
81
81
81
98
98
98
102
102
102
113
113
113
116
116

L (mm)a (mm)

11
11
11
11
12
12
12
14
14
14
16
16
16
18
18
18
18
22
22
22
22
22.5
22.5
22.5
25
25
25
28
28
28
32
32
32
34
34

D (mm) D1 (mm) D2 (mm)

5.5
5.5
5.5
5.5
6.8
6.8
6.8
8
8
8
9.6
9.6
9.6
11.2
11.2
11.2
11.2
13
13
13
13
15
15
15
16.5
16.5
16.5
18
18
18
21
21
21
23.3
23.3

6.5
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
17
8.5
10.5
13
17
10.5
13
17
13
17
21
13
17
21
13
17
21
17
21

Broj presovanja 
meh./hidr.
Number of crimpings
 mech. / hydr. 
 

16.6
16.8
16.10
16.12
25.8
25.10
25.12
35.8
35.10
35.12
50.8
50.10
50.12
70.8
70.10
70.12
70.16
95.8
95.10
95.12
95.16
120.10
120.12
120.16
150.12
150.16
150.20
185.12
185.16
185.20
240.12
240.16
240.20
300.16
300.20

25
25
25
25
26
26
26
28
28
28
28
28
28
29
29
29
29
44
44
44
44
48
48
48
55
55
55
58
58
58
62
62
62
62
62

Presek provodnika (mm�)
/Rupa za vijak (M)

Conductor cross-section
(mm�) Palm hole (M) 

Kod
Code

Kat.broj
Cat. No
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KOD / CODE :  AlCPD STANDARD:  EN 61238-1-1      EN 61238-1-3

Cevaste aluminijumske papučice koriste se na krajevima aluminijumskih 
provodnika. Svojim tehničkim mogućnostima omogućavaju laku primenu 
i izradu spoja prema SRPS N.F4.101. Unutrašnjost papučice je zaštićena 
elektrokontaktnom mašću. 
Površina papučice je obeležena za pravilno presovanje. Postignuti spoj 
nije predviđen za mehanička zatezanja.

SRB.

Tubular Aluminum Cable Lugs  are designed for termination of aluminum 
conductors.
Connection is done by crimping process and fulfills requirements of 
standard EN 61238-1-1,  EN 61238-1-3.
The inside of the lug is protected with electrical contact grease. The lugs 
have markings that provide information regarding the number and width 
of crimpings. 
The lugs are suitable for non-tension connections. 

ENG.

TUBULAR ALUMINUM CABLE LUGS

 

CEVASTE Al PAPUČICE ZA PRESOVANJE

371001
371002
371003
371004
371005
371006
371007
371008
371009
371010
371011
371012
371013
371014
371015
371016
371017
371018
371019
371020
371021
371022
371023
371024
371025
371026
371027
371028
371029
371030
371031
371032
371033
371034
371035

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

4/2

4/2

4/2

4/2

6/3

6/3

6/3

6/3

6/3

8/3

8/3

100

100

100

50

50

50

25

25

25

25

25

1.3
1.2
1.15
1.1
1.5
1.45
1.4
2.2
2.15
2.1
2.9
2.8
2.7
3.7
3.65
3.6
3.55
6.45
6.4
6.35
6.31
6.8
6.75
6.7
9.1
9.05
9
11.5
11.2
11.1
15.7
15.6
15.5
17.8
17.6

AlCPD 16.6
AlCPD 16.8
AlCPD 16.10
AlCPD 16.12
AlCPD 25.8
AlCPD 25.10
AlCPD 25.12
AlCPD 35.8
AlCPD 35.10
AlCPD 35.12
AlCPD 50.8
AlCPD 50.10
AlCPD 50.12
AlCPD 70.8
AlCPD 70.10
AlCPD 70.12
AlCPD 70.16
AlCPD 95.8
AlCPD 95.10
AlCPD 95.12
AlCPD 95.16
AlCPD 120.10
AlCPD 120.12
AlCPD 120.16
AlCPD 150.12
AlCPD 150.16
AlCPD 150.20
AlCPD 185.12
AlCPD 185.16
AlCPD 185.20
AlCPD 240.12
AlCPD 240.16
AlCPD 240.20
AlCPD 300.16
AlCPD 300.20

52
52
52
52
60
60
60
67
67
67
72
72
72
86
86
86
86
90
90
90
90
91
91
91
103
103
103
106
106
106
116
116
116
124
124

L (mm)a (mm)

11
11
11
11
12
12
12
14
14
14
16
16
16
18
18
18
18
22
22
22
22
22.5
22.5
22.5
25
25
25
28
28
28
32
32
32
34
34

D (mm) D1 (mm) D2 (mm)

5.5
5.5
5.5
5.5
6.8
6.8
6.8
8
8
8
9.6
9.6
9.6
11.2
11.2
11.2
11.2
13
13
13
13
15
15
15
16.5
16.5
16.5
18
18
18
21
21
21
23.3
23.3

6.5
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
17
8.5
10.5
13
17
10.5
13
17
13
17
21
13
17
21
13
17
21
17
21

Broj presovanja 
meh./hidr.
Number of crimpings
 mech. / hydr. 

16.6
16.8
16.10
16.12
25.8
25.10
25.12
35.8
35.10
35.12
50.8
50.10
50.12
70.8
70.10
70.12
70.16
95.8
95.10
95.12
95.16
120.10
120.12
120.16
150.12
150.16
150.20
185.12
185.16
185.20
240.12
240.16
240.20
300.16
300.20

32
32
32
32
38
38
38
42
42
42
45
45
45
52
52
52
52
56
56
56
56
58
58
58
60
60
60
62
62
62
65
65
65
70
70

Presek provodnika (mm�)
/Rupa za vijak (M)

Conductor cross- section 
(mm�)/Palm hole (M)

 

Kod
Code

Kat.broj
Cat. No
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KOD / CODE :  AlP STANDARD:  SRPS N.F4.101       DIN 46329       EN 61238-1-1       EN 61238-1-3

Kablovske papučice i čaure - Cable Lugs and Joints 27marel.rs

Aluminijumske kovane papučice za presovanje koriste se za završavanje alumini-
jumskih energetskih provodnika.
Spajanje se vrši presovanjem i ispunjava zahteve standarda SRPS N.F4.101. 
Papučica za prihvatanje aluminijumskog provodnika je izrađena prema zahtevima 
standarda DIN 46329.
Na papučicama su obeležena mesta za pravilno presovanje. 
Papučice poseduju uljnu barijeru. Postignuti spoj nije predviđen za mehanička 
zatezanja. 
Unutrašnjost papučice je zaštićena elektrokontaktnom mašću.

        

SRB.

Aluminum Forged Cable Lugs are designed for termination of aluminum 
conductors.
Connection is done by crimping process and fulfills requirements of standard 
EN 61238-1-1, EN 61238-1-3. The lug is made in accordance with standard 
DIN 46329. 
The lugs have markings that provide information regarding the number and 
width of crimpings.  The lugs have oil barrier. 
The lugs are suitable for non-tension connections.  The inside of the lug is 
protected with electrical contact grease.

ENG.

ALUMINUM FORGED CABLE LUGS
(LONGITUDINALLY SEALED)

ALUMINIJUMSKE KOVANE PAPUČICE
ZA PRESOVANJE (UZDUŽNO-VODONEPROPUSNE)

374901
374902
374903
374904
374905
374906
374907
374908
374909
374910
374911
374912
374913
374914
374915
374916
374917
374918
374919
374920
374921
374922
374923
374924
374925
374926
374927
374928
374929

AlP25.8
AlP25.10
AlP25.12
AlP 35.8
AlP 35.10
AlP 35.12
AlP 50.8
AlP 50.10
AlP 50.12
AlP 70.8
AlP 70.10
AlP 70.12
AlP 95.10
AlP 95.12
AlP 120.10
AlP 120.12
AlP 120.16
AlP 150.10
AlP 150.12
AlP 150.16
AlP 185.10
AlP 185.12
AlP 185.16
AlP 240.12
AlP 240.16
AlP 240.20
AlP 300.12
AlP 300.16
AlP 300.20

12

14

16

18

22

22.5

25.5

28

32

34

6.8

8

9.6

11.2

13

15

16.5

18

21

23.3

50

62

62

72

75

80

90

91

103

103

25.8
25.10
25.12
35.8
35.10
35.12
50.8
50.10
50.12
70.8
70.10
70.12
95.10
95.12
120.10
120.12
120.16
150.10
150.12
150.16
185.10
185.12
185.16
240.12
240.16
240.20
300.12
300.16
300.20

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

4/2

4/2

5/2

5/2

6/3

6/3

6/3

6/3

8/3

8/3

100

100

50

50

50

25

25

25

25

25

1,82
1,77
1,88
2,27
2,25
2,20
3,18
3,15
3,07
4,68
4,65
4,58
6,95
6,85
7,15
6,95
7,49
9,62
9,58
9,35
11,65
11,55
11,35
18,40
18,50
18,35
19,65
19,55
19,30

L (mm) D (mm) D1 (mm) D2 (mm)

8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
8.5
10.5
13
10.5
13
10.5
13
17
10.5
13
17
10.5
13
17
13
17
21
13
17
21

Kod
Code

Kat.broj
Cat. No

Presek provodnika (mm�)
/Rupa za vijak  (M)
Conductor cross-section 
(mm�)/Palm hole  (M)

Broj presovanja 
meh./hidr.
Number of crimpings 
mech. / hydr. 
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KOD / CODE :  AlSCS STANDARD:  SRPS N.F4.101      DIN 46267-2      EN 61238-1-3

Aluminijumske spojne čaure za presovanje sa pregradom koriste se za spajanje i nastavljanje 
Al provodnika istog preseka, naponskog nivoa od 10-35 kV. 
Svojim tehničkim mogućnostima omogućavaju laku primenu i izradu spoja prema SRPS 
N.F4.101. Unutrašnjost čaure je zaštićena elektrokontaktnom mašću. 
Površina čaure je obeležena za pravilno presovanje. Postignuti spoj nije predviđen za 
mehanička zatezanja. 
Unutrašnje dimenzije čaure su izrađene prema DIN 46267-2. Čaure poseduju uljnu barijeru.

SRB.

Aluminum Cable Joints with a barrier are designed to connect medium-voltage aluminum 
conductors of the same cross-sections.
Connection is done by crimping process and fulfills requirements of standard EN 
61238-1-3.
The inside of the joint is protected with electrical contact grease. The joints have markings 
that provide information regarding the number and width of crimpings. 
The joints are suitable for non-tension connections. The internal dimensions of the joints are 
according to Standard DIN 46267-2. The joints have oil barrier.

ENG.

ALUMINIJUMSKE SPOJNE ČAURE
SA PREGRADOM 10-35 kV

ALUMINUM CABLE JOINTS
WITH A BARRIER 10-35 kV

375101
375102
375103
375104
375105
375106
375107
375108
375109
375110

AlSCS 25
AlSCS 35
AlSCS 50
AlSCS 70
AlSCS 95
AlSCS 120
AlSCS 150
AlSCS 185
AlSCS 240
AlSCS 300

12
14
16
18
22
22.5
25
28
32
34

6.8
8
9.6
11.2
13
15
16.5
18
21
23.3

90
90
95
100
105
110
120
130
130
140

25
35
50
70
95
120
150
185
240
300

Pakovanje (kom)
Packaging (pcs)

Težina kg/100 kom.
Weight kg/100 pcs

1,55
2,36
3,28
4.42
7.25
6.37
9.3
12,46
15.7
18.74

100
100
50
50
50
25
25
25
25
25

L (mm) D (mm) D1 (mm)

2/2
2/2
2/2
2/2
2/2
2/2
2/2
2/2
2/2
2/2

4/4
4/4
4/4
4/4
4/4
4/4
4/4
5/5
5/5
5/5

Broj presovanja  meh./hidr.
Number of crimpings mech. / hydr. 

Presek provodnika (mm�)
Conductor cross-section (mm�) Kod

Code
Kat.broj
Cat. No
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KOD / CODE :  AlR STANDARD:  SRPS N.F4.101     DIN 46267-2     EN 61238-1-3

Al reducir čaure za presovanje sa pregradom koriste se za spajanje i nastavljanje Al 
provodnika različitog preseka, naponskog nivoa od 10-35 kV. 
Svojim tehničkim mogućnostima omogućavaju laku primenu i izradu spoja prema SRPS 
N.F4.101. Unutrašnjost čaure je zaštićena elektrokontaktnom mašću. 
Površina čaure je obeležena za pravilno presovanje. Postignuti spoj nije predviđen za 
mehanička zatezanja.
Unutrašnje dimenzije čaure su izrađene prema DIN 46267-2. Čaure poseduju uljnu 
barijeru.

SRB.

Aluminum Reduction Cable Joints with a barrier are designed to connect medium-voltage 
aluminum conductors of different cross-sections.
Connection is done by crimping process and fulfills requirements of Standard EN 
61238-1-3.
The inside of the joint is protected with electrical contact grease. The joints have markings 
that provide information regarding the number and width of crimpings. 
The joints are suitable for non-tension connections. The internal dimensions of the joints 
are according to standard DIN 46267-2. The joints have oil barrier.

ENG.

ALUMINUM REDUCTION CABLE JOINTS
WITH A BARRIER 10-35 kV

 

ALUMINIJUMSKE REDUCIR ČAURE
SA PREGRADOM 10-35 kV

 V.3
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375301
375302
375303
375304
375305
375306
375307
375308
375309
375310
375311
375312
375313
375314
375315
375329
375330
375316
375317
375318
375319
375320
375321
375322
375323
375324
375325
375326
375327
375328

AlR 25.16
AlR 35.16
AlR 35.25
AlR 50.16
AlR 50.25
AlR 50.35
AlR 70.25
AlR 70.35
AlR 70.50
AlR 95.35
AlR 95.50
AlR 95.70
AlR 120.50
AlR 120.70
AlR 120.95
AlR150.70
AlR 150.95
AlR 150.120
AlR 185.95
AlR 185.120
AlR 185.150
AlR 240.120
AlR 240.150
AlR 240.185
AlR 300.150
AlR 300.185
AlR 300.240
AlR 400.185
AlR 400.240
AlR 400.300

90
90
90
95
95
95
100
100
100
105
105
105
110
110
110
120
120
120
130
130
130
130
130
130
140
140
140
165
165
180

42.5
42.5
42.5
42.5
42.5
42.5
42.5
42.5
42.5
52.5
52.5
52.5
52.5
52.5
52.5
52.5
52.5
52.5
62.5
62.5
62.5
62.5
62.5
62.5
62.5
62.5
62.5
82.5
82.5
82.5

42.5
42.5
42.5
42.5
42.5
42.5
42.5
42.5
42.5
45
45
45
48
48
48
52.5
52.5
52.5
55
55
55
55
55
55
62.5
62.5
62.5
65
65
82.5

25.16
35.16
35.25
50.16
50.25
50.35
70.25
70.35
70.50
95.35
95.50
95.70
120.50
120.70
120.95
150.70
150.95
150,120
185.95
185,120
185,150
240,120
240,150
240,185
300,150
300,185
300,240
400,185
400,240
400,300

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

2/2

2/2

2/2

2/2

2/2

2/2

2/2

2/2

2/2

2/2

2/2

4/4

4/4

4/4

4/4

4/4

4/4

5/5

5/5

5/5

5/5

4/4 100

100

50

50

50

25

25

25

25

25

25

1.64
2.63
2.53
3.92
3.74
3.57
4.96
4.76
4.46
7.96
7.64
7.35
7.6
7.3
6.79
11.15
10.59
10.11
14.5
14
13.4
19.04
18.44
17.6
22.56
21.6
20.15
38.24
36.78
38.1

Broj presovanja 
meh./hidr.
Number of crimpings
mech./hydr.

Presek provodnika 
(mm�)

Conductor 
cross-section (mm�) 

Kod
Code

a (mm) b (mm) L (mm)

12
14
14
16
16
16
18
18
18
22
22
22
22.5
22.5
22.5
25
25
25
28.5
28.5
28.5
32
32
32
34
34
34
40
40
40

D (mm)

6.8
8
8
9.6
9.6
9.8
11.2
11.2
11.2
13
13
13
15
15
15
16.5
16.5
16.5
18
18
18
21
21
21
23.3
23.3
23.3
26
26
26

D1 (mm)

5.8
5.8
6.8
5.8
6.8
8
6.8
8
9.6
8
9.6
11,2
9.6
11,2
13
11.2
13
15
13
15
16.5
15
16.5
18
16.5
18
21
18
21
23.3

D2 (mm)Kat.broj
Cat. No
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KOD / CODE :  AlRSC STANDARD:  SRPS N.F4.101      DIN 46267-2      EN 61238-1-1

Al reducir čaure za presovanje koriste se za spajanje i nastavljanje Al 
provodnika. Svojim tehničkim mogućnostima omogućavaju laku primenu i 
izradu spoja prema SRPS N.F4.101. Unutrašnjost čaure je zaštićena 
elektrokontaktnom mašću.
Površina čaure je obeležena za pravilno presovanje. Postignuti spoj nije 
predviđen za mehanička zatezanja. 
Unutrašnje dimenzije čaure su izrađene prema DIN 46267-2. Čaure 
poseduju uljnu barijeru.

SRB.

Aluminum Reduction Cable Joints with a barrier are designed to connect 
aluminum conductors of different cross-sections. Connection is done by 
crimping process and fulfills requirements of standard EN 61238-1-1.
The inside of the joint is protected with electrical contact grease. The joints 
have markings that provide information regarding the number and width of 
crimpings. 
The joints are suitable for non-tension connections. The internal dimensions 
of the joints are according to standard DIN 46267-2. The joints have oil 
barrier.

ENG.

ALUMINUM REDUCTION CABLE JOINTS
WITH A BARRIER

ALUMINIJUMSKE REDUCIR SPOJNE ČAURE
SA PREGRADOM

375401
375402
375403
375404
375405
375406
375407
375408
375409
375410
375411
375412
375413
375414
375415
375416
375417
375418
375419
375420
375421
375422
375423
375424
375425
375426
375427
375428
375429

AlRSC 25.16
AlRSC 35.16
AlRSC 35.25
AlRSC 50.16
AlRSC 50.25
AlRSC 50.35
AlRSC 70.35
AlRSC 70.50
AlRSC 95.35
AlRSC 95.50
AlRSC 95.70
AlRSC 120.35
AlRSC 120.50
AlRSC 120.70
AlRSC 120.95
AlRSC 150.50
AlRSC 150.70
AlRSC 150.95
AlRSC 150.120
AlRSC 185.70
AlRSC 185.95
AlRSC 185.120
AlRSC 185.150
AlRSC 240.120
AlRSC 240.150
AlRSC 240.185
AlRSC 300.150
AlRSC 300.185
AlRSC 300.240

12
14
14
16
16
16
18
18
22
22
22
22.5
22.5
22.5
22.5
25
25
25
25
28
28
28
28
32
32
32
34
34
34

6.8
8
8
9,8
9,8
9,8
11,2
11,2
13,2
13,2
13,2
14,7
14,7
14,7
14,7
16,3
16,3
16,3
16,3
18,3
18,3
18,3
18,3
21
21
21
23,3
23,3
23,3

90
90
90
95
95
95
100
100
105
105
105
110
110
110
110
120
120
120
120
130
130
130
130
130
130
130
140
140
140

25.16
35.16
35.25
50.16
50.25
50.35
70.35
70.50
95.35
95.50
95.70
120.35
120.50
120.70
120.95
150.50
150.70
150.95
150,120
185.70
185.95
185,120
185,150
240,120
240,150
240,185
300,150
300,185
300,240

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

2/2

2/2

2/2

2/2

2/2

2/2

2/2

2/2

2/2

2/2

4/4

4/4

4/4

4/4

4/4

5/5

5/5

5/5

5/5

4/4

2/24/4

50

50

50

25

25

25

25

25

100

100

1,49
2,01
2,11
2,62
2,72
3,06
3,57
3,88
5,14
5,44
5,87
5,47
5,75
6,19
7,48
7,50
7,66
9,05
9,13
9,81
11,28
11,63
12,04
12,05
13,58
15,21
15,54
17,22
18,80

L (mm) D (mm) D1 (mm) D2 (mm)

5.8
5.8
6.8
5.8
6.8
8
8
9,6
8
9,6
11,2
8
9,6
11,2
13
9,6
11,2
13
15
11,2
13
15
16,5
15
16,5
18
16,5
18
21

D3 (mm)

11
11
12
11
12
14
14
16
14
16
18
14
16
18
22
16
18
22
22
18
22
22
25
22
25
28,5
25
28,5
32

Broj presovanja 
meh./hidr.
Number of crimpings
mech. / hydr. 

Presek provodnika
 (mm�)

Conductor
cross-section (mm�) 

Kod
Code

Kat.broj
Cat. No
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KOD / CODE :  AlK STANDARD: SRPS N.F4.101       DIN 48085-2       EN 61238-1-1

Al kompresione spojne čaure za presovanje koriste se za spajanje i nastavljanje Al 
provodnika, koji trpe mehanička opterećenja.
Svojim tehničkim mogućnostima omogućavaju laku primenu i izradu spoja prema 
SRPS N.F4.101. 
Unutrašnjost čaure je zaštićena elektrokontaktnom mašću. Površina čaure je 
obeležena za pravilno presovanje. 
Izrađene su po dimenzijama u skladu sa zahtevima standarda DIN 48085-2. Spoj 
nastao upotrebom Al kompresione čaure moze da podnese mehaničko opterećenje 
veće za 20% od tačke kidanja nastavljenih provodnika.

SRB.

Full Tension Aluminum Cable Joints are designed to connect aluminum conductors of the 
same cross-sections. Connection is done by crimping process and fulfills requirements of 
Standard EN 61238-1-1.
The inside of the joint is protected with electrical contact grease. The joints have markings 
that provide information regarding the number and width of crimpings.
The dimensions of the joints are according to standard DIN 48085-2. The connection made 
using Full Tension Aluminum Cable joint can withstand mechanical load which is 20% bigger 
than the tensile strength of the conductors themselves.

ENG.

FULL TENSION
ALUMINUM CABLE JOINTS

 

ALUMINIJUMSKE KOMPRESIONE
SPOJNE ČAURE ZA PRESOVANJE

375201
375202
375203
375204
375205
375206
375207
375208

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

100
100
100
50
50
50
50
50

3.7
3.4
4,70
5,9
9,0
8,15
5,26
11,5

AlK 16
AlK 25
AlK 35
AlK 50
AlK 70
AlK 71.5
AlK 54.6
AlK 95

11
12
14
16
18
18
16
22

L (mm)

5,5
6,8
8
9,6
11
11,5
9,9
13

D (mm) D1 (mm)

8-8/4-4
8-8/4-4
8-8/4-4
8-8/4-4
8-8/4-4
8-8/4-4
8-8/4-4
8-8/4-4

Broj presovanja 
meh./hidr.
Number of crimpings
mech. / hydr.

16
25
35
50
70
71.5
54.6
95

140
140
140
155
165
165
155
165

Presek provodnika (mm�)
Conductor cross-section 

(mm�) 

Kod
Code

Kat.broj
Cat. No
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KOD / CODE :  CuRS STANDARD:  SRPS N.F4.101       EN 61238-1-3

Bakarne reducir čaure sa pregradom za presovanje koriste se za nastavljanje 
bakarnih energetskih provodnika različitih preseka, naponskog nivoa 10-35 kV.
Spajanje se vrši presovanjem i ispunjava zahteve standarda SRPS N.F4.101. 
Površinska zaštita je izvršena galvanskim cinkovanjem. Unutrašnje dimenzije čaure 
su izrađene prema zahtevima standardu DIN 46267-1.
Na čauri su obeležena mesta za pravilno presovanje.  Čaura poseduje uljnu barijeru.
Postignuti spoj nije predviđen za mehanička zatezanja.

  
Napomena: Na zahtev Kupca zaštita se vrši galvanskim  cinkovanjem, niklovanjem ili kalajisanjem. 

SRB.

Copper Reduction Cable Joints with a barrier are designed to connect medium-voltage copper conductors of different cross-sections. Connection is done by crimping process and fulfills 
requirements of Standard EN 61238-1-3. The joints are zinc plated as standard to protect against corrosion. The internal dimensions of the joints are according to standard DIN 46267-1.
The joints have markings that provide information regarding the number and width of crimpings. The joints have oil barrier. The joints are suitable for non-tension connections.

Note: At Customer request they can be nickel plated or tin plated. 

ENG.

COPPER REDUCTION CABLE JOINTS WITH A BARRIER 10-35kV

BAKARNE REDUCIR ČAURE SA PREGRADOM 10-35 kV

375501
375502
375503
375504
375505
375506
375507
375508
375509
375510
375511
375512
375513
375514
375515
375516
375517
375518
375519
375520
375521
375522
375523
375524
375525
375526

CuRS 10.6
CuRS 16.6
CuRS 16.10
CuRS 25.6
CuRS 25.10
CuRS 25.16
CuRS 35.10
CuRS 35.16
CuRS 35.25
CuRS 50.25
CuRS 50.35
CuRS 70.35
CuRS 70.50
CuRS 95.50
CuRS 95.70
CuRS 120.70
CuRS 120.95
CuRS 150.95
CuRS 150.120
CuRS 185.120
CuRS 185.150
CuRS 240.120
CuRS 240.150
CuRS 240.185
CuRS 300.185
CuRS 300.240

4.5
5.5
5.5
7
7
7
8.2
8.2
8.2
10
10
11.5
11.5
13.5
13.5
15.5
15.5
17
17
19
19
21.5
21.5
21.5
24.5
24.5

6
8.5
8.5
10
10
10
12.5
12.5
12.5
14.5
14.5
16.5
16.5
19
19
21
21
23.5
23.5
25.5
25.5
29
29
29
32
32

35
45
45
45
45
55
45
55
55
60
60
60
65
72.5
72.5
75
82.5
87,5
87,5
90
95
95
100
105
110
112.5

10.6
16.6
16.10
25.6
25.10
25.16
35.10
35.16
35.25
50.25
50.35
70.35
70.50
95.50
95.70
120.70
120.95
150.95
150,120
185,120
185,150
240,120
240,150
240,185
300,185
300,240

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

2-2/1-1

3-3/1-1

3-3/1-1

4-4/2-2

 - /2-2

 - /2-2

 - /2-2

 - /3-3

2-2/1-1

2-2/1-1

 - /2-2

2-2/1-1

100
100

100

100

50

50

50

25

25

25

25

25

0,60
1,60
1,50
2,17
2,10
2,50
3,50
4,29
3,86
5,90
5,60
7,60
7,80
11,7
11,4
14,65
15,10
21,20
19,85
24,35
24,45
35,50
36,20
36,50
47,45
43,95

L (mm) D (mm) D1 (mm) D2 (mm)

3.8
3.8
4.5
3.8
4.5
5.5
4.5
5.5
7
7
8.2
8.2
10
10
11.5
11.5
13.5
13.5
15.5
15,5
17
15.5
17
19
19
21.5

Broj presovanja 
meh./hidr.
Number of crimpings
 mech. / hydr. 

Presek provodnika (mm�)
Conductor cross-section 

(mm�) 
Kod
Code

Kat.broj
Cat. No
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KOD / CODE :  CuBP STANDARD:  DIN 46267-1       SRPS N.F4.101       EN 61238-1-3

Bakarne čaure za presovanje bez pregrade koriste se za nastavljanje bakarnih 
energetskih provodnika istog preseka naponskog nivoa 10-35 kV. 
Spajanje se vrši presovanjem i ispunjava zahteve standarda SRPS N.F4.101. Površinska 
zaštita je izvršena galvanskim cinkovanjem. 
Unutrašnje dimenzije čaure su izrađene prema zahtevima standardu DIN 46267-1.
Na čauri su obeležena mesta za pravilno presovanje.  Postignuti spoj nije predviđen za 
mehanička zatezanja.

Napomena: Na zahtev Kupca zaštita se vrši niklovanjem ili galvanskim kalajisanjem. 

SRB.

Copper Cable Joints without a barrier are designed to connect medium-voltage copper 
conductors of the same cross-sections.
Connection is done by crimping process and fulfills requirements of standard EN 
61238-1-3. The joints are zinc plated as standard to protect against corrosion.
The internal dimensions of the joints are according to standard DIN 46267-1.
The joints have markings that provide information regarding the number and width of 
crimpings.  The joints have oil barrier.
The joints are suitable for non-tension connections.

Norte:  At Customer request they can be nickel plated or tin plated. 

ENG.

COPPER CABLE JOINTS WITHOUT A BARRIER 10-35 kV

 

BAKARNE ČAURE BEZ PREGRADE 10-35 kV

375631
375632
375633
375634
375635
375636
375637
375638
375639
375640
375641

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

100
100
50
50
50
25
25
25
25
25
25

1,81
2,62
3,84
5,02
8,84
8,41
11,0
14,13
20,28
36,49
79,99

CuBP 25
CuBP 35
CuBP 50
CuBP 70
CuBP 95
CuBP 120
CuBP 150
CuBP 185
CuBP 240
CuBP 300
CuBP 400

7
8,2
10
11,5
13,5
15,5
17
19
21,5
24,5
27,5

L (mm)

10
12,5
14,5
16,5
19
21
23,5
25,5
29
32
38,5

D1 (mm) D (mm)

2/2 
2/2 
3/3 
3/3 
4/4 
4/4 
4/4 
4/4 
 - 
 - 
 - 

1/1 
1/1 
1/1 
1/1 
2/2 
2/2 
2/2 
2/2 
2/2 
2/2 
3/3 

Broj presovanja 
meh./hidr.
Number of crimpings
 mech. / hydr. 

25
35
50
70
95
120
150
185
240
300
400

60
60
65
65
90
90
105
105
125
125
160

Presek provodnika (mm�)
Conductor

cross-section (mm�) 
Kod
Code

Kat.broj
Cat. No

 V.3



36

KOD / CODE :  CuP STANDARD:  DIN 46267-1       SRPS N.F4.101       EN 61238-1-3

Bakarne čaure za presovanje sa pregradom koriste se za nastavljanje bakarnih 
energetskih provodnika istog preseka naponskog nivoa 10-35 kV. 
Spajanje se vrši presovanjem i ispunjava zahteve standarda SRPS N.F4.101. Površinska 
zaštita je izvršena galvanskim cinkovanjem. 
Telo čaure za prihvatanje bakarnog provodnika izrađeno je prema zahtevima standarda 
DIN 46267-1. 
Na čauri su obeležena mesta za pravilno presovanje.  Čaura poseduje uljnu barijeru. 
Postignuti spoj nije predviđen za mehanička zatezanja.

Napomena: Na zahtev Kupca zaštita se vrši niklovanjem ili galvanskim kalajisanjem. 

SRB.

Copper Cable Joints without a barrier are designed to connect medium-voltage copper 
conductors of the same cross-sections.
Connection is done by crimping process and fulfills requirements of standard EN 
61238-1-3. The joints are zinc plated as standard to protect against corrosion.
The internal dimensions of the joints are according to standard DIN 46267-1.
The joints have markings that provide information regarding the number and width of 
crimpings. The joints have oil barrier.
The joints are suitable for non-tension connections.

 Note: At Customer request they can be nickel plated or tin plated. 

 

ENG.

COPPER CABLE JOINTS WITH A BARRIER 10-35 kV

 

BAKARNE ČAURE SA PREGRADOM 10-35 kV

375601
375602
375603
375604
375605
375606
375607
375608
375609
375610
375611

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

100
100
50
50
50
25
25
25
25
25
25

2,16
4,07
5,44
6,91
11,96
13,54
21,39
23,74
36,11
42,36
89,04

CuP 25
CuP 35
CuP 50
CuP 70
CuP 95
CuP 120
CuP 150
CuP 185
CuP 240
CuP 300
CuP 400

10
12,5
14,5
16,5
19
21
23,5
25,5
29
32
38,5

L (mm)

7
8,2
10
11,5
13,5
15,5
17
19
21,5
24,5
27,5

D (mm) D1 (mm)

2/2 
2/2 
3/3 
3/3 
4/4 
4/4 
4/4 
4/4 
 - 
 - 
 - 

1/1 
1/1 
1/1 
1/1 
2/2 
2/2 
2/2 
2/2 
2/2 
2/2 
3/3 

Broj presovanja 
meh./hidr.
Number of crimpings
mech. / hydr. 

25
35
50
70
95
120
150
185
240
300
400

60
60
65
65
90
90
105
105
125
125
160

Presek provodnika (mm�)
Conductor

cross-section (mm�) 
Kod
Code

Kat.broj
Cat. No

Kablovske papučice i čaure - Cable Lugs and Joints  V.3
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KOD / CODE :  CuCPD-90 STANDARD:  EN 61238-1-1        EN 61238-1-3

Kablovske papučice i čaure - Cable Lugs and Jointsmarel.rs

Bakarne cevaste papučice za presovanje koriste se za završavanje bakarnih energetskih provodnika. Spajanje se vrši presovanjem.  
Na papučicama su obeležena mesta za pravilno presovanje. 

Napomena: Na zahtev Kupca zaštita se vrši niklovanjem ili galvanskim kalajisanjem. 

SRB.

Tubular Copper Cable Lugs are designed for termination 
of copper conductors. Connection is done by crimping 
process. Tubular copper cable lugs have markings that 
provide information regarding the number and width of 
crimpings.

Note: At Customer request they an be nickel plated or tin plated.   

       

ENG.

BAKARNE CEVASTE KABLOVSKE PAPUČICE 90� ZA PRESOVANJE TUBULAR COPPER CABLE LUGS 90� 

 

370851
370852
370853
370854
370855
370856
370857
370858
370859
370860
370861
370862
370863
370864
370865
370866
370867
370868
370869
370870
370871
370872
370873
370874
370875
370876
370877
370878
370879

CuCPD-90 10.6
CuCPD-90 10.8
CuCPD-90 16.6
CuCPD-90 16.8
CuCPD-90 16.10
CuCPD-90 16.12
CuCPD-90 25.8
CuCPD-90 25.10
CuCPD-90 25.12
CuCPD-90 35.8
CuCPD-90 35.10
CuCPD-90 35.12
CuCPD-90 50.8
CuCPD-90 50.10
CuCPD-90 50.12
CuCPD-90 70.8
CuCPD-90 70.10
CuCPD-90 70.12
CuCPD-90 70.16
CuCPD-90 95.8
CuCPD-90 95.10
CuCPD-90 95.12
CuCPD-90 95.16
CuCPD-90 120.10
CuCPD-90 120.12
CuCPD-90 120.16
CuCPD-90 150.10
CuCPD-90 150.12
CuCPD-90 150.16

6,5
8,5
7,0
7,5
9,5
11,0
7,0
8,0
10,5
8,0
10,5
12,0
8,5
10,5
12,0
8,5
10,5
12,0
14,0
9,0
10,5
12,0
14,0
10,5
12,0
14,5
10,5
12,0
14,5

4,5
4,5
6
6
6
6
7,5
7,5
7,5
9
9
9
10
10
10
12
12
12
12
13,5
13,5
13,5
13,5
15
15
15
17
17
17

13,5
16,5
15,5
17,5
18,5
22,5
18
20
23
19
21
24
20
23
25
22,5
24,5
26,5
30,5
23
26
27
31
27
28
32
27,5
28,5
32,5

10.6
10.8
16.6
16.8
16.10
16.12
25.8
25.10
25.12
35.8
35.10
35.12
50.8
50.10
50.12
70.8
70.10
70.12
70.16
95.8
95.10
95.12
95.16
120.10
120.12
120.16
150.10
150.12
150.16

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

2/-

2/1

2/1

2/1

3/1

3/1

4/2

4/2

4/2

100
100
100
100
100
100
100
100
100
100
100
100
50
50
50
50
50
50
50
50
50
50
50
25
25
25
25
25
25

0,39
0,43
0,87
0,91
0,99
1,05
1,49
1,61
1,70
2,23
2,31
2,54
3,95
4,21
4,41
4,91
5,23
5,46
5,85
6,72
7,01
7,31
7,81
6,96
7,25
7,72
7,99
8,31
8,90

L (mm) l (mm) D1 (mm)

10
10
20
20
20
20
20
20
20
20
20
20
29
29
29
29
29
29
29
36
36
36
36
36
36
36
36
36
36

a (mm) D2 (mm)

6,5
8,5
6,5
8,5
10,5
13,0
8,5
10,5
13,0
8,5
10,5
13,0
8,5
10,5
13,0
8,5
10,5
13,0
17,0
8,5
10,5
13,0
17,0
10,5
13,0
17,0
10,5
13,0
17,0

Broj presovanja 
meh./hidr.
Number of crimpings
mech. / hydr. 

Presek provodnika (mm�)
 /Prečnik otvora

Conductor cross- section 
(mm�)/Palm hole (M)

Kod
Code

Kat.broj
Cat. No

 V.3



Note: At Customer request they an be nickel plated or tin plated.   

       

KOD / CODE :  MBSV STANDARD:  SRPS N.F4.101       EN 61238-1-1        EN 61238-1-3

marel.rs

Bimetalni svornjaci se koriste na završecima Al provodnika. Izrađeni su od dva različita 
metala, aluminijuma i bakra i kao takvi imaju funkciju ostvarivanja provodnog spoja 
između tih metala. Površina svornjaka je obeležena za pravilno presovanje. 
Postignuti spoj nije predviđen za mehanička zatezanja. Svornjaci poseduju uljnu barijeru. 
Aluminijumski deo koji se presuje je izrađen prema DIN 46329.

SRB.

Bimetal Stalk Lugs are designed for termination of aluminum conductors. They are 
made of two different metals, aluminum and copper, and as such their function is to 
achieve permanent connection between these two metals. 
The lugs have markings that provide information regarding the number and width of 
crimpings.  The lugs are suitable for non-tension connections. The lugs have oil barrier. 
The aluminum part that is crimped is made in accordance with standard DIN 46329.

ENG.

BIMETALNI SVORNJACI

BIMETAL STALK LUGS

371601
371602
371603
371604
371605
371606
371607
371608
371609
371610
371611
371612
371613
371614
371615

MBSV 16
MBSV 16.1
MBSV 25
MBSV 25.1
MBSV 35
MBSV 50
MBSV 70
MBSV 95
MBSV 120
MBSV 150
MBSV 185
MBSV 240
BVSVK 95
BVSVK 120
BVSVK 150

12
12
12
12
14
16
18
22
22.5
25
28
32
22
22,5
22,5

5.8
5.8
6.8
6.8
8,0
10,0
11.2
13,0
15,0
16,5
18,0
21,0
13,0
15,0
16,5

54
54
58
58
72
77
91
100
105
110
120
128
118
118
118

16
16
25
25
35
50
70
95
120
150
185
240
95
120
150

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

3,82
3,65
3,75
3.55
4.03
4.81
6.51
7,10
7.25
11.73
15.75
21.71
20,12
20,85
21,05

100
100
100
100
100
100
100
50
25
25
25
25
50
25
25

L
(mm)

D 
Al (mm)

D1
Al (mm)

6,0
4.5
6,0
6,8
6,0
9,0
9,0
9,0
12,0
12,0
14,0
14,0
13,0
15,0
16,5

D2
Cu (mm)

Presek provodnika (mm�)
Conductor

cross-section (mm�) 
Kod
Code

Kat.broj
Cat. No



KOD / CODE :  CuKP STANDARD:  SRPS N.F4.101        DIN 46235         EN 61238-1-1       EN 613238-1-3

Kablovske papučice i čaure - Cable Lugs and Joints 39marel.rs

Bakarne kovane papučice za presovanje koriste se za završavanje bakarnih 
provodnika. Spajanje se vrši presovanjem i ispunjava zahteve standarda SRPS 
N.F4.101. 
Papučice za prihvatanje bakarnog provodnika su izrađene prema zahtevima 
standarda DIN 46235. Na papučicama su obeležena mesta za pravilno preso-
vanje. Papučice poseduju uljnu barijeru. Postignuti spoj nije predviđen za 
mehanička zatezanja.

Napomena: Na zahtev Kupca zaštita se vrši niklovanjem ili galvanskim kalajisanjem.

SRB.

Forged Copper Cable Lugs are designed for termination of copper conductors. 
Connection is done by crimping process and fulfills requirements of standard 
EN 61238-1-1 and EN 61238-1-3. 
The lug is made in accordance with Standard DIN 46235. 
The lugs have markings that provide information regarding the number and 
width of crimpings. The lugs have oil barrier.
The lugs are suitable for non-tension connections.

 Note: At Customer request they can be nickel plated or tin plated. 

        

ENG.

FORGED COPPER CABLE LUGS
(LONGITUDINALLY SEALED)

 

BAKARNE KOVANE PAPUČICE ZA PRESOVANJE
(UZDUŽNO-VODONEPROPUSNE)

374801
374802
374803
374804
374805
374806
374807
374808
374809
374810
374811
374812
374813
374814
374815
374816
374817
374818
374819
374820
374821
374822
374823
374824
374825
374826
374827
374828
374829
374830
374831
374832
374833
374834
374835
374836

CuKP 16.6
CuKP 16.8
CuKP 16.10
CuKP 25.6
CuKP 25.8
CuKP 25.10
CuKP 25.12
CuKP 35.8
CuKP 35.10
CuKP 35.12
CuKP 50.8
CuKP 50.10
CuKP 50.12
CuKP 50.16
CuKP 70.8
CuKP 70.10
CuKP 70.12
CuKP 70.16
CuKP 95.10
CuKP 95.12
CuKP 95.16
CuKP 120.10
CuKP 120.12
CuKP 120.16
CuKP 120.20
CuKP 150.10
CuKP 150.12
CuKP 150.16
CuKP 150.20
CuKP 185.10
CuKP 185.12
CuKP 185.16
CuKP 185.20
CuKP 240.12
CuKP 240.16
CuKP 240.20

5,5

7

8,2

10

11,5

13,5

15,5

17

19

21,5

38

40

40

45

50

58

58

65

68

68

74

 16

25

35

50

70

95

120

150

185

240

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

2/-

2/-

2/1

3/1

3/1

4/2

4/2

4/2

4/2

-/2

100

100

100

100

100

50

50

25

25

25

2,10
2,09
2,00
2,25
2,18
2,15
2,10
4,42
4,38
4,35
6,98
6,90
6,70
6,60
9,10
8,95
8,90
8,50
12,00
11,90
12,35
19,69
19,57
19,30
19,75
22,45
22,30
22,25
22,68
23,50
23,40
23,30
23,70
39,80
39,55
39,25

L (mm) D1 (mm) D2 (mm)

6,5
8,5
10,5
6,5
8,5
10,5
12,7
8,5
10,5
12,7
8,5
10,5
12,7
17
8,5
10,5
12,7
17
10,5
12,7
17
10,5
12,7
17
21
10,5
12,7
17
21
10,5
12,7
17
21
12,7
17
21

Broj presovanja 
meh./hidr.
Number of  crimpings
mech. / hydr. 

Presek provodnika (mm�)
Conductor cross--section 

(mm�)/Palm hole (M)
Kod
Code

Kat.broj
Cat. No

 V.3



40 Kablovske papučice i čaure - Cable Lugs and Joints marel.rs

KOD / CODE :  CPTAU STANDARD:  NF C 33-021 ; EN 50483-4        EN 61238-1-1      EN 61238-1-3

Izolovane bimetalne AlCu kablovske papučice CPTAU  se koriste na završecima Al provodnika. 
Izrađene su od dva različita metala, aluminijuma i bakra i kao takve imaju funkciju ostvarivanja 
trajnog provodnog spoja između tih metala. 
Površina papučice je obeležena za pravilno presovanje.  Postignuti spoj nije predviđen za 
mehanička zatezanja.
Papučice poseduju uljanu barijaru. Aluminijumski deo koji se presuje je izrađen prema DIN 
46329.

SRB.

Pre-insulated bimetal Lugs CPTAU are designed for termination of aluminum 
conductors. They are made of two different metals, aluminum and copper, and as 
such their function is to achieve permanent connection between these two metals. 
The lugs have markings that provide information regarding the number and width 
of crimpings. The lugs are suitable for non-tension connections.
The lugs have oil barrier. The aluminum part that is crimped is made in accordance 
with standard DIN 46329.

ENG.

PRE-INSULATED BIMETAL LUGS

IZOLOVANE BIMETALNE AlCu PAPUČICE

372101
372102
372103
372104
372109
372105
372110
372106
372107
372108

CPTAU 16
CPTAU 25
CPTAU 35 
CPTAU 50
CPTAU 54.6
CPTAU 70
CPTAU 71.6
CPTAU 95
CPTAU 120
CPTAU 150

16
16
20
20
20
20
20
20
25
25

5,5
6,7
8
9,3
10
10,8
11,5
12,5
14,7
16,3

16
25
35
50
54.6
70
71.6
95
120
150

Pakovanje
(kom)
Packaging
(pcs)

Težina
kg/100 kom.
Weight
kg/100 pcs

D2 (mm) D1 (mm)

10,3
10,3
12,8
12,8
12,8
12,8
12,8
12,8
17
17

D (mm)

20
20
25
25
25
25
25
25
30
30

E140
E140
E173
E173
E173
E173
E173
E173
E215
E215

4,20
4,10
7,40
7,40
7,10
7,10
7,10
6,90
13,60
13,10

100
100
100
50
50
50
50
50
25
25

b (mm) Matrica
Die

Presek provodnika (mm�)
Conductor cross
section (mm�) 

Kod
Code

Kat.broj
Cat. No

 V.3


