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Zatezna stezaljka PA CC je izrađena za zatezanje srednjenaponskih (SN) slabo izolovanih 
provodnika SIP (poluizolovanih vodiča PIV). 
Stezaljka na sebi ima integrisani blok za izjednačavanje potencijala probijanjem izolacije 
provodnika i samim tim prednost stezaljke je što uklanjanje izolacije sa provodnika na 
mestu ugradnje nije potrebno. 
Integrisani blok na sebi ima vodonepropusnu membranu tako da je nakon probijanja 
izolacije prodor vlage na kontaktno mesto trajno onemogućen.
Stezaljka PA CC  takođe ima integrisan deo za naknadno dotezanje ugrađenog sklopa u 
cilju preventivnog održavanja. 
Stezaljka ne sadrži delove koji mogu da otpadnu pri radu na visini. 

Ključ za pritezanje bloka OK 16

Ključ za dotezanje pri održavanju OK 13

Preporučena sila stezanja bloka do 40 Nm

Wrench for tightening the block AF 16

Wrench for retightening during maintenance AF 13

Recommended tightening torque of the clamping block up to 40 Nm

Napomena: Stezaljka je izrađena za jednu ugradnju / upotrebu. Nakon demontaže ne ugrađivati je ponovo. 
Note: The clamp is designed for single use only. Once removed, the clamp shall not be reinstalled.

       

SRB.

Dead end clamp PA CC is designed to tighten medium voltage covered conductors 
(PAS/BLL). 
The clamp is equipped with an integrated potential equalization block that pierces the 
conductor insulation. Therefore, one of the main advantages of the clamp is that removal 
of insulation at the installation point is not required.
The integrated block is fitted with a waterproof membrane, ensuring that after insulation 
piercing, moisture ingress at the contact point is permanently prevented.
The clamp PA CC is also equipped with an integrated component for retightening of the 
installed assembly, intended for preventive maintenance purposes.

ENG.

DEAD END CLAMP PA CC up to 36kV ( Um=42kV )ZATEZNA STEZALJKA PA CC do 36kV ( Um=42kV )  

Kod
Code

Kat.broj
Cat. No

330114
330107
330111

Minimalna prekidna
sila (kN)
Min. breaking load (kN)

Težina kg/100 kom.
Weight kg/100 pcs

Pakovanje (kom)
Packaging (pcs)

PA CC-50
PA CC-70
PA CC-99

113.50
113.50
113.50

5
5
5

20
20
20

35-50 
50-70 
50-99 

13 -14,5
14,5 - 16
14,5 - 18

Presek provodnika 
(mm�)
Conductor  
cross-section (mm�)

Spoljni prečnik
provodnika (mm)
Outer conductor 
diameter (mm)

STANDARD:  EN 50397-2KOD / CODE:  PA CC
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Marel izolovana vodonepropusna odvojna stezaljka sa istovremenim probijanjem izolacije 
PIV CC se koristi za uspostavljanje kontakta na slabo izolovanom provodniku SIP (polu-
izolovani vodič PIV). 
Stezaljka je izrađena tako da probijanjem izolacije i prodorom u provodnik pravi odličan 
električni kontakt. Stezaljka je vodonepropusna što dovodi do sprečavanja prodora vlage 
na kontaktno mesto.   
Marel IPC PIV stezaljka se isporučuje sa dve završne izolacione kape CECT. 
Kape punimo mašću do 50%.
Svi elementi stezaljke su izrađeni od nerđajućih materijala. 
Stezaljka je namenjena za spojeve bez mehaničkog opterećenja i namenjena je za jednu 
upotrebu. 
Marel PIV CC stezaljka ne sadrži delove koji mogu da otpadnu pri radu na visni.

Nominalna sila pritezanja: 20 Nm

Sila pri kojoj se ostvaruje prvi kontakt: 8 Nm
Nominal tightening torque: 20 Nm

Torque at which first contact is established: 8 Nm

SRB.

Marel insulated piercing connector PIV CC is designed to establish contact by simultane-
ously piercing the insulation on medium voltage covered conductors (PAS/BLL). 
The connector is engineered to establish reliable and excellent electrical contact through 
insulation piercing and penetration into the conductor.
The connector is waterproof, which prevents moisture ingress at the contact point.
Marel connector PIV CC is supplied with an insulating end cap type CECT. All Marel 
connectors PIV CC are supplied with two end caps. The caps are filled with grease up to 
50%.
All parts of the connector are made of stainless materials.
The connector is intended for connections without mechanical load and is designed for 
single use only.
Marel connector PIV CC does not contain any parts that can fall off during installation.
      
     

ENG.

PIV CC 35-70/35-70 mm2 up to 36kV ( Um=42kV )PIV CC 35-70/35-70 mm2 do 36kV ( Um=42kV ) 
 

Kod
Code

Kat.broj
Cat. No

330113

Težina kg/100 kom.
Weight kg/100 pcs

Pakovanje (kom)
Packaging (pcs)

PIV CC 35-70 18.004035-70 2,8-4,6

Presek provodnika  (mm�)
Conductor cross-section (mm�)

Preporučena debljina
izolacije provodnika (mm)
Recommended  conductor
insulation thickness (mm)

STANDARD:  EN 50397-2KOD / CODE:  PIV CC 35-70
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STANDARD:  EN 50397-2

Marel izolovana vodonepropusna odvojna stezaljka sa istovremenim probijanjem 
izolacije PIV CC se koristi za uspostavljanje kontakta na slabo izolovanom provodniku 
SIP (poluizolovani vodič PIV). 
Stezaljka je izrađena tako da probijanjem izlolacije i prodorom u provodnik pravi odličan 
električni kontakt. 
Stezaljka je vodonepropusna, što dovodi do sprečavanja prodora vlage na kontaktno 
mesto.   
Marel IPC PIV stezaljka se isporučuje sa dve završne izolacione kape CECT. 
Kape punimo mašću do 50%.
Svi elementi stezaljke su izrađeni od nerđajućih materijala. 
Stezaljka je namenjena za spojeve bez mehaničkog opterećenja i namenjena je za jednu 
upotrebu. 
Marel PIV CC stezaljka ne sadrži delove koji mogu da otpadnu pri radu na visni.

Nominalna sila pritezanja: 20 Nm; 

Sila pri kojoj se ostvaruje prvi kontakt: 8 Nm
Nominal tightening torque: 20 Nm

Torque at which first contact is established: 8 Nm

SRB.

Marel insulated piercing connector PIV CC is designed to establish contact by simultane-
ously piercing the insulation on medium voltage covered conductors (PAS/BLL). 
The connector is engineered to establish reliable and excellent electrical contact through 
insulation piercing and penetration into the conductor.
The connector is waterproof, which prevents moisture ingress at the contact point.
Marel connector PIV CC is supplied with an insulating end cap type CECT. All Marel 
connectors PIV CC are supplied with two end caps. The caps are filled with grease up to 
50%.
All parts of the connector are made of stainless materials.
The connector is intended for connections without mechanical load and is designed for 
single use only.
Marel connector PIV CC does not contain any parts that can fall off during installation.

ENG.

PIV CC 50-157/50-157 mm2 up to 36kV ( Um=42kV )PIV CC 50-157/50-157 mm2 do 36kV ( Um=42kV )  
 

Kod
Code

Kat.broj
Cat. No

330115

Težina kg/100 kom.
Weight kg/100 pcs

Pakovanje (kom)
Packaging (pcs)

PIV CC 50-157 18.004035-70 2,8-4,6

Presek provodnika  (mm�)
Conductor cross-section (mm�)

Preporučena debljina
izolacije provodnika (mm)
Recommended  conductor
insulation thickness (mm)

KOD / CODE:   PIV CC 50-157
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STANDARD:  EN 50397-2

Marel izolovana vodonepropusna odvojna stezaljka sa istovremenim probijanjem izolacije 
PIV CC se koristi za uspostavljnje kontakta na slabo izolovanom provodniku SIP (polu-
izolovani vodič PIV). 
Stezaljka je izrađena tako da probijanjem izlolacije i prodorom u provodnik pravi odličan 
električni kontakt. 
Stezaljka je vodonepropusna, što dovodi do sprečavanja prodora vlage na kontaktno 
mesto.   
Marel IPC PIV stezaljka se isporučuje sa dve završne izolacione kape CECT. 
Kape punimo mašću do 50%.
Svi elementi stezaljke su izrađeni od nerđajućih materijala. 
Stezaljka je namenjena za spojeve bez mehaničkog opterećenja i namenjena je za jednu 
upotrebu. 
Marel PIV CC stezaljka ne sadrži delove koji mogu da otpadnu pri radu na visni.

Nominal tightening torque: 25 Nm

Torque at which first contact is established: 12 Nm

SRB.

Marel insulated piercing connector PIV CC is designed to establish contact by simultane-
ously piercing the insulation on medium voltage covered conductors (PAS/BLL). 
The connector is engineered to establish reliable and excellent electrical contact through 
insulation piercing and penetration into the conductor.
The connector is waterproof, which prevents moisture ingress at the contact point.
Marel connector PIV CC is supplied with an insulating end cap type CECT. All Marel 
connectors PIV CC are supplied with two end caps. The caps are filled with grease up to 
50%.
All parts of the connector are made of stainless materials.
The connector is intended for connections without mechanical load and is designed for 
single use only.
Marel connector PIV CC does not contain any parts that can fall off during installation.

ENG.

PIV CC 50-157/50-157mm2 2P up to 36kV ( Um=42kV )PIV CC 50-157/50-157mm2 2P do 36kV ( Um=42kV )  

 

Kod
Code

Kat.broj
Cat. No

330116

Pakovanje (kom)
Packaging (pcs)

PIV CC 50-157 2P
 

20

Težina kg/100 kom.
Weight kg/100 pcs

43.002,8-4,650-157

Presek provodnika  (mm�)
Conductor cross-section (mm�)

Preporučena debljina
izolacije provodnika (mm)
Recommended  conductor
insulation thickness (mm)

KOD / CODE:   PIV CC 50-157 2P

Nominalna sila pritezanja: 25 Nm; 

Sila pri kojoj se ostvaruje prvi kontakt: 12 Nm
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STANDARD:   EN 50397-2

Marel izolovana vodonepropusna odvojna stezaljka sa istovremenim probijanjem 
izolacije PIV CC se koristi za uspostavljanje kontakta na slabo izolovanom provodniku 
SIP (poluizolovani vodič PIV). 
Stezaljka je izrađena tako da probijanjem izlolacije i prodorom u provodnik pravi odličan 
električni kontakt. 
Stezaljka je vodonepropusna, što dovodi do sprečavanja prodora vlage na kontaktno 
mesto.   
Marel IPC PIV stezaljka se isporučuje sa dve završne izolacione kape CECT. 
Kape punimo mašću do 50%.
Svi elementi stezaljke su izrađeni od nerđajućih materijala. 
Stezaljka je namenjena za spojeve bez mehaničkog opterećenja i namenjena je za jednu 
upotrebu. 
Marel PIV CC stezaljka ne sadrži delove koji mogu da otpadnu pri radu na visni.

Nominalna sila pritezanja: 25 Nm; 

Sila pri kojoj se ostvaruje prvi kontakt: 12 Nm

Nominal tightening torque: 25 Nm

Torque at which first contact is established: 12 Nm

SRB.

Marel insulated piercing connector PIV CC is designed to establish contact by simultane-
ously piercing the insulation on medium voltage covered conductors (PAS/BLL).  
The connector is engineered to establish reliable and excellent electrical contact through 
insulation piercing and penetration into the conductor. 
The connector is waterproof, which prevents moisture ingress at the contact point. 

Marel connector PIV CC is supplied with an insulating end cap type CECT. All Marel 
connectors PIV CC are supplied with two end caps. The caps are filled with grease up to 
50%. 
All parts of the connector are made of stainless materials. 
The connector is intended for connections without mechanical load and is designed for 
single use only. 
Marel connector PIV CC does not contain any parts that can fall off during installation. 

ENG.

PIV CC 70-241/70-241mm2 2P up to 36kV ( Um=42kV )PIV CC 70-241/70-241mm2 2P do 36kV ( Um=42kV )  

 

Kod
Code

Kat.broj
Cat. No

330117

Pakovanje (kom)
Packaging (pcs)

PIV CC 70-241 2P

 

20

Težina kg/100 kom.
Weight kg/100 pcs

43.002,8-4,670-241

Presek provodnika  (mm�)
Conductor cross-section (mm�)

Preporučena debljina
izolacije provodnika (mm)
Recommended  conductor
insulation thickness (mm)

KOD / CODE:   PIV CC 70-241 2P


