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BMN Univerzalne čaure sa moment zavrtnjima za naponski nivo do 1 kV koriste se za spajanje aluminijumskih i bakarnih provodnika sektorskog i okruglog oblika, naponskog nivoa od 0,6  kV 
do 1 kV. Telo čaure je napravljeno od legure aluminijuma visoke čvrstoće i otpornosti na koroziju. Površina čaure je galvanski kalajisana. Vijci su izrađeni sa moment glavama odnosno kontrolisa-
nom silom pritezanja. Čaure su ispunjene elektrokontaktnom mašću i zatvorene su čepovima.

NAPOMENA: Po zahtevu Kupca moguća je izrada i drugih dimenzija.

Mechanical Cable Joints BMN are used to connect aluminium and copper conductors, both 
solid and stranded - round or sector, of voltage grade 0,6  kV to 1 kV.  The body of the joint 
is made of aluminium alloy of high strength  and resistance to corrosion. The surface of the 
joint is tin plated. The bolts are made with shear-off heads and have controlled tightening 
torque. The joints are filled with electrical contact grease and sealed with plastic cap.

NOTE: At Customer request, it is possible to make other dimensions. 

MECHANICAL CABLE JOINTS BMN WITHOUT
CENTER STOP FOR VOLTAGE GRADE 0,6 kV /1 kV

 

UNIVERZALNE ČAURE SA MOMENT ZAVRTNJIMA BMN BEZ BARIJERE ZA NAPONSKI NIVO OD 0,6 kV DO 1 kV

Kat.broj
Cat. No

375701
375703
375705
375707
375709

Br. kontaktnih vijaka
No.of contact bolts

.

Ključ OK
Head Size 
AF (mm)

Težina kg/100 kom.
Weight kg/100 pcs

BMN 4-16
BMN 10-35
BMN 16-95
BMN 50-150
BMN 95-240

2.00
3.00
6.40
10.70
15.00

12
19
24
30
34

6.5
8.5
13
16.5
22

2
2
2
2
2

10
10
13
19
19

 4-16 
10-35 
16-95 
50-150 
95-240 

30
40
55
70
80

Presek
provodnika (mm�)
Conductor
cross-section (mm�)

L (mm) D (mm) d (mm)

KOD / CODE :  BMN STANDARD:  EN 61238-1-1       KLASA A / CLASS A

SRB.

ENG.

Kod
Code

 V.3
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KOD / CODE :  BMNB STANDARD:  EN 61238-1-1      KLASA A / CLASS A

SRB.

ENG.

BMNB Univerzalne čaure sa moment zavrtnjima za naponski nivo do 1 kV koriste se za spajanje aluminijumskih i bakarnih provodnika sektorskog i okruglog oblika, naponskog nivoa od 0,6 
kVdo 1 kV. Telo čaure je napravljeno od legure aluminijuma visoke čvrstoće i otpornosti na koroziju. Površina čaure je galvanski kalajisana. Vijci su izrađeni sa moment glavama odnosno kontroli-
sanom silom pritezanja. Čaure su ispunjene elektro kontaktnom mašću i zatvorene su čepovima. 

NAPOMENA: Po zahtevu Kupca moguća je izrada i drugih dimenzija.

Mechanical Cable Joints BMNB are used to connect aluminium and copper conductors, both 
solid and stranded - round or sector, of voltage grade 0,6 kV to 1 kV. 
The body of the joint is made of aluminium alloy of high strength  and resistance to corrosion. 
The surface of the joint is tin plated.
The bolts are made with shear-off heads and have controlled tightening torque. 
The joints are filled with electrical contact grease and sealed with plastic cap.

NOTE: At Customer request, it is possible to make other dimensions.

MECHANICAL CABLE JOINTS BMNB WITH CENTER STOP
FOR VOLTAGE GRADE 0,6 kV /1 kV 

 
   

UNIVERZALNE ČAURE SA MOMENT ZAVRTNJIMA BMNB
SA BARIJEROM ZA NAPONSKI NIVO OD 0,6 kV DO 1 kV         

Kod
Code

Kat.broj
Cat. No

375702
375704
375706
375708
375710

Broj kontaktnih vijaka
No.of contact bolts

Ključ OK
Head Size AF
(mm)

Težina kg/100 kom.
Weight kg/100 pcs

BMNB 4-16
BMNB 10-35
BMNB 16-95
BMNB 50-150
BMNB 95-240

2.10
3.20
6.60
11.20
16.00

6.5
8.5
13
16.5
22

2
2
2
2
2

10
10
13
19
19

4-16 
10-35 
16-95 
50-150 
95-240 

30
40
55
70
80

12
19
24
30
34

Presek
provodnika (mm�)
Conductor
cross-section (mm�)

L (mm) D (mm) d (mm)
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KOD / CODE :  BMNB-H STANDARD:  EN 61238-1-1       KLASA / CLASS A

SRB.

ENG.

BMNB-H Univerzalne čaure sa moment zavrtnjima za naponski nivo do 1 kV koriste se za spajanje aluminijumskih i bakarnih provodnika sektorskog 
i okruglog oblika, naponskog nivoa od 0,6 kV do 1 kV.  Telo čaure je napravljeno od legure aluminijuma visoke čvrstoće i otpornosti na koroziju. 
Površina čaure je galvanski kalajisana. Vijci su izrađeni sa moment glavama odnosno kontrolisanom silom pritezanja. Čaure su ispunjene elektro 
kontaktnom mašću i zatvorene su čepovima.    
NAPOMENA: Po zahtevu Kupca moguća je izrada i drugih dimenzija.

Mechanical Cable Joints BMNB-H  are used to connect aluminium and copper conductors, both solid and stranded - round or sector, of voltage 
grade 0,6  kV to 1 kV.  The body of the joints is made of aluminium alloy of high strength and  resistance to corrosion. The surface of the joint is tin 
plated. The bolts are made with shear-off heads and have controlled tightening torque.  The joints are filled with electrical contact grease and sealed 
with plastic covers.

NOTE: At Customer request, it is possible to make other dimensions.

Napomena: Prilikom naručivanja upisati kod i tip vijka.  Note: When ordering,specify the code and type of bolt.

MECHANICAL CABLE JOINTS  BMNB-H WITH CENTER STOP FOR VOLTAGE GRADE 0,6kV /1 kV

Kod
Code

Kat.broj
Cat. No

375907
375916
375908
375909
375910
375901
375902
375903
375911
375912
375913
375904
375914
375915
375905

Broj
kontaktnih

vijaka

Number
of contact 

bolts

Imbus 
(jedno kidanje)

SW
(single shear-off

head bolt)

.

OK 
(jedno kidanje)

AF 
(single shear-off 

head bolt)

Imbus 
(duplo kidanje)

SW
(double shear-off

head bolt)

BMNB-H 1,5-16
BMNB-H 1,5-16
BMNB-H 1,5-35
BMNB-H 10-35
BMNB-H 25-50
BMNB-H 4-50
BMNB-H 16-95
BMNB-H 25-150
BMNB-H 35-150
BMNB-H 25-185
BMNB-H 70-185
BMNB-H 50-240
BMNB-H 120-240
BMNB-H 50-300
BMNB-H 150-300

30
30
36
36
36
36
55
70
70
80
80
120
120
128
128

-
-
-
-
25-35
4-35
16-70
25-95
35-95
25-120
70-120
50-185
120-185
95-185
150-185

6.1
6.1
9.01
9.01
10
10
14
17
17
19
19
22
22
23
23

2
2
2
2
2
2
2
2
2
4
4
4
4
4
4

10/-
10/-
10/5
10/-
10/-
10/5
13/-
17/6
17/-
19/6
19/-
19/8
19/-
22/8
22/-

8
-
-
8
8
-
10
-
13
-
13
-
13
-
13

-
3
-
5
5
-
6
-
6
-
6
-
6
-
8

-
-
5
-
-
5
-
6
-
6
-
8
-
8
-

Vijak sa samokidajućom glavom / Shear-off head bolt

Tip/Type: A Tip/Type: B Tip/Type: C Tip/Type: D

Za fino
žičane kablove 

(po zahtevu Kupca)

For fine-stranded
conductors 

(at Customer request)
L (mm)

12
12
16
16
18
18
25
28
28
32
32
35
35
38
38

D (mm) d (mm)

OK/Imbus 
(duplo kidanje)

AF/SW
(double shear-off 

head bolt)

Presek provodnika  Al (mm�) 
prema EN 60228

Conductor cross-section Al (mm�) 
according to EN 60228

Presek provodnika
Cu (mm�) prema EN 60228

Conductor cross-section
Cu (mm�) according to EN 60228 

10-16
-
10-35
10-35
25-50
10-50
16-95
25-150
35-150
25-185
70-185
50-240
120-240
50-300
150-300

rm

-
-
35
35
35-50
35-50
35-95
35-150
35-150
35-185
70-185
50-240
120-240
50-300
150-300

sm

10-16
-
10-35
10-35
25-50
10-50
16-95
25-150
50-150
25-185
70-185
50-240
120-240
50-300
150-300

re

-
-
35
35
35-50
35-50
35-95
35-150
50-150
35-185
70-185
50-240
120-240
50-300
150-300

se

1,0-16
1,0-16
1,5-35
10-35
25-50
4-50
16-95
25-150
35-150
25-185
70-185
50-240
120-240
50-240
150-240

rm

-
-
35
35
35-50
35-50
35-95
35-150
35-150
35-185
70-185
50-240
120-240
50-240
150-240

sm

1,0-16
1,0-16
1,5-35
10-35
25-35
4-35
16-35
16-35
35
25-35
-
-
-
-
-

re

UNIVERZALNE ČAURE SA MOMENT ZAVRTNJIMA BMNB-H SA BARIJEROM ZA NAPONSKI NIVO OD 0,6 kV DO 1 kV
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KOD / CODE :  BMS STANDARD:  EN 61238-1-3      KLASA A / CLASS A

SRB.

BMS Univerzalne čaure sa moment zavrtnjima za naponski nivo do 42 kV koriste se za spajanje aluminijumskih i bakarnih provodnika  sektorskog i okruglog oblika naponskog nivoa do 42 kV.  
Telo čaure je napravljeno od legure aluminijuma visoke čvrstoće i otpornosti na koroziju. Površina čaure je galvanski kalajisanana. Vijci su izrađeni sa moment glavama odnosno kontrolisanom 
silom pritezanja.  Čaure su ispunjene elektrokontaktnom mašću i zatvorene su čepovima.

NAPOMENA: Po zahtevu Kupca moguća je izrada i drugih dimenzija.

Mechanical Cable Joints BMS are used to connect aluminium and copper conduc-
tors,  both solid and stranded - round or sector, of voltage grade up to 42 kV.  The 
body of the joint is made of aluminium alloy of high strength  and resistance to corro-
sion. The surface of the joint is tin plated.  The bolts are made with shear-off heads 
and have controlled tightening torque.  The joints are filled with electrical contact 
grease and sealed with plastic cap.

NOTE: At Customer request, it is possible to make other dimensions.

MECHANICAL CABLE JOINTS BMS WITHOUT CENTER
STOP FOR VOLTAGE GRADE UP TO 42 kV

UNIVERZALNE ČAURE SA MOMENT ZAVRTNJIMA BMS BEZ BARIJERE ZA NAPONSKI NIVO DO 42 kV

Kat.broj
Cat. No.

375801
375803
375805
375807
375809
375811
375813

Broj kontaktnih vijaka
No.of contact bolts

Težina kg/100 kom.
Weight kg/100 pcs

BMS 10-35
BMS 16-95
BMS 50-150
BMS 95-240
BMS 185-400
BMS 500
BMS 630

3.20
7.80
13.30
27.90
54.40
56.00
58.20

8.5
13
16.5
22
26
30
33

2
2
2
4
6
6
6

  10-35 
 16-95 
 50-150 
 95-240 
 185-400 
500 
630 

45
65
82
126
170
190
206

19
24
30
34
42
46
50

Presek
provodnika (mm�)
Conductor
cross -ection (mm�)

L (mm) D (mm) d (mm)
Kod
Code

Univerzalne papučice i čaure - Mehanical Lugs and Joints

Ključ OK
Head Size AF (mm)

10
13
19
19
24
24
24

ENG.

 V.3212



Ključ OK
Head Size AF
(mm)

BMSB Univerzalne čaure sa moment zavrtnjima za naponski nivo do 42 kV koriste se za 
spajanje aluminijumskih i bakarnih provodnika sektorskog i okruglog oblika naponskog nivoa 
do 42 kV. Telo čaure je napravljeno od legure aluminijuma visoke čvrstoće i otpornosti na 
koroziju. Površina čaure je galvanski kalajisanana. Vijci su izrađeni sa moment glavama 
odnosno kontrolisanom silom pritezanja. Čaure su ispunjene elektrokontaktnom mašću i 
zatvorene su čepovima. 

NAPOMENA: Po zahtevu Kupca moguća je izrada i drugih dimenzija.

Mechanical Cable Joints BMSB are used to connect aluminum and copper conductors, both 
solid and stranded - round or sector, of voltage grade up to 42 kV. The body of the joint is 
made of aluminum alloy of high strength and resistance to corrosion. The surface of the joint 
is tin plated.
The bolts are made with shear-off heads and have controlled tightening torque. The joints 
are filled with electrical contact grease and sealed with plastic cap.  BMSB joints have a solid 
center stop inside to ensure proper conductor positioning.

NOTE: At Customer request, it is possible to make other dimensions.

MECHANICAL CABLE JOINTS BMSB WITH CENTER STOP
FOR VOLTAGE GRADE UP TO 42 kV

Kat.broj
Cat. No

375802
375804
375806
375808
375810
375812
375814

Broj kontaktnih
vijaka
No.of contact bolts

Težina kg/100 kom.
Weight kg/100 pcs

BMSB 10-35
BMSB 16-95
BMSB 50-150
BMSB 95-240
BMSB 185-400
BMSB 500
BMSB 630

3.20
7.80
13.30
27.90
54.40
56.00
58.20

19
24
30
34
42
46
50

8.5
13
16.5
22
26
30
33

2
2
2
4
6
6
6

10
13
19
19
24
24
24

 10-35 
 16-95 
 50-150 
 95-240 
 185-400 
500 
630 

45
65
82
126
170
190
206

Presek
provodnika (mm�)
Conductor
cross-section (mm�)

L (mm)

20
29
37
58
80
88
95

l (mm) D (mm) d (mm)
Kod
Code

KOD / CODE : BMSB STANDARD:  EN 61238-1-3       KLASA A / CLASS A

marel.rs

UNIVERZALNE ČAURE SA MOMENT ZAVRTNJIMA BMSB
SA BARIJEROM ZA NAPONSKI NIVO D0 42 kV

SRB.

Univerzalne papučice i čaure - Mehanical Lugs and Joints

ENG.

 V.3 213
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Papučice sa zavrtnjima su pogodne za provodnike od aluminijuma ili bakra u obliku užeta - poprečnog preseka kruga ili sektora i u obliku jedne pune žice. Izolacija sa provodnika mora da se skine 
pre uvlačenja u papučicu sa zavrtnjima. Zavrtnji se zatežu odgovarajućim ključem sve dotle dok se glave zavrtnja ne otkinu.  Na telu papučice je izražena sila pritezanja u Nm. Papučice sa zavrtnjima 
imaju široku primenu usled velikog opsega preseka provodnika sa kojima se koriste. Zadovoljava zahteve standarda  EN 61238-1-1 i EN 61238-1-3 Class A.
Toploskupljajuća cev koja se isporučuje na zahtev Kupca, osigurava savršeno zaptivanje i električnu izolaciju Papučice su za jednu upotrebu. Telo papučice je izradjeno od legure aluminijuma visoke 
čvstoće i otpornosti na koroziju i površinski su zaštićene kalajisanjem. Untrašnjost papučice je ispunjena elektrokontaktom mašću i zatvorena je zaštitnim čepom. Unutrašnjost papučice je nazublje-
na radi boljeg kontakta.

SRB.

Mechanical cable lugs BLMT-M are suitable for aluminium or copper conductors, both solid and stranded - round or sector.  The insulation must be stripped from the conductor before inserting 
it into a cable lug with shear-head bolts. The bolts are tightened using a suitable standard socket spanner until their heads shear off. The tightening torque in Nm is marked on the lug’s body.  
Mechanical cable lugs have a wide scope of application due to the large scope of conductors they can be used with. The lugs fully comply with requirements of standards EN 61238-1-1 and 
EN 61238-1-3 Class A. Heat shrinkable tube that is delivered at Customer request, ensures perfect sealing and electrical insulation. The lugs are for single use only. The body of the lug is made 
of aluminium alloy of high strength and resistance to corrosion and the surface is additionally protected by tin-plating.
The lugs are filled with electrical contact grease and sealed with protective cap. The internal surface of the lug is grooved in order to ensure better electrical contact.    
        

ENG.

MECHANICAL CABLE LUGS BLMT-M FOR VOLTAGE GRADE UP TO 42 kV

PAPUČICE SA MOMENT ZAVRTNJIMA BLMT-M ZA NAPONSKI NIVO DO 42 kV

KOD / CODE : BLMT-M STANDARD:  EN 61238-1-3        EN 61238-1-1       KLASA A / CLASS A

214  V.3
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Kod
Code

Kat.broj
Cat. No.

375921
375923
375925
375927
375931
375933
375935
375937
375941
375943
375944
375945
375946
375947

Broj kontaktnih vijaka
No.of contact bolts
.

Težina kg/100 kom.
Weight kg/100 pcs

Ključ OK
Head Size
AF (mm)

BLMT-M 16-95/М10
BLMT-M 16-95/М12
BLMT-M 35/150/М12
BLMT-M 35/150/М16
BLMT-M 95-240/М12
BLMT-M  95-240/М16
BLMT-M 120-300/М12
BLMT-M 120-300/М16
BLMT-M 185-400/М12
BLMT-M 185-400/М16
BLMT-M 185-400/М20
BLMT-M 500-630/M12
BLMT-M 500-630/M16
BLMT-M 500-630/M20

30
30
35
35
60
60
65
65
75
75
75
-
-
-

60
60
86
86
112
112
115
115
126
126
126
177
177
177

24
24
28
28
33
33
37
37
41
41
41
50
50
50

12.8
12.8
15.8
15.8
20
20
24
24
28
28
28
33
33
33

1
1
2
2
2
2
2
2
3
3
3
3
3
3

13
13
17
17
19
19
22
22
22
22
22
27
27
27

6.25
6.25
12.50
12.50
21.50
21.50
26.00
26.00
27.50
27.50
27.50
46.00
46.00
46.00

16-95
16-96
35-150
 35-150
 95-240
 95-240
120-300
 120-300
185-400
 185-400
 185-400
500-630
500-630
500-630

Presek
provodnika (mm�)
Cross-sectional range (mm�)

L (mm)

М10
М12
М12
М16
М12
М16
М12
М16
М12
М16
М20
М12
М16
М20

Otvor rupe  za vijak
Palm hole (M) D (mm)a (mm) d (mm)

Univerzalne papučice i čaure - Mehanical Lugs and Jointsmarel.rs 215 V.3
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Papučice sa zavrtnjima su pogodne za provodnike od aluminijuma ili bakra u obliku užeta- poprečnog preseka kruga ili sektora i u obliku jedne pune žice.  Izolacija sa provodnika mora da se skine 
pre uvlačenja u papučicu sa zavrtnjima.  Papučice sa zavrtnjima imaju široku primenu usled velikog opsega preseka provodnika sa kojima se koriste.
Toploskupljajuća cev koja se isporučuje na zahtev Kupca, osigurava savršeno zaptivanje i električnu izolaciju. Papučice su za jednu upotrebu. Telo papučice je izradjeno od legure aluminijuma visoke 
čvstoće  i otpornosti na koroziju i površinski su zaštićene kalajisanjem.  Untrašnjost papučice je ispunjena elektrokontaktom mašću i zatvorena je zaštitnim čepom. Unutrašnjost papučice je 
nazubljena radi boljeg kontakta.

SRB.

PAPUČICE SA MOMENT ZAVRTNJIMA BLMT-H ZA NAPONSKI NIVO DO 42kV
       

KOD / CODE : BLMT-H STANDARD:  EN 61238-1-3       KLASA A / CLASS A

216  V.3
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Mechanical Cable Lugs BLMT-H  are suitable for aluminium or copper conductors, both solid and stranded - round or sector. The insulation must be stripped from the conductor before 
inserting it into a cable lug with shear-head bolts. 
Mechanical cable lugs have a wide scope of application due to large scope of conductors they can be used with. Heat shrinkable tube that is delivered at Customer request  ensures perfect 
sealing and electrical insulation. The lugs are for single use only. The body of the lug is made of aluminium alloy of high strength and resistance to corrosion and the surface is additionally 
protected by tin-plating .       
The lugs are filled with electrical contact grease and sealed with protective cap. The internal surface of the lug is grooved in order to ensure better electrical contact.    
      

ENG.

MECHANICAL CABLE LUGS BLMT-H  FOR VOLTAGE GRADE UP TO 42 kV

Kod
Code

Kat.broj
Cat. No

375838
375839
375840
375841
375842
375843
375822
375823
375824
375825
375844
375845
375826
375827
375828
375829
375830
375831
375846
375847
375834
375835
375826
375837
375832
375833

Broj
kontaktnih

vijaka

Number
of contact 

bolts

Otvor
rupe 

za vijak
(M)

Palm
hole (M)

BLMT-H 1,5-35/М8
BLMT-H 1,5-35/М10
BLMT-H 10-35/М8
BLMT-H 10-35/М10
BLMT-H 25-50/М10
BLMT-H 25-50/М12
BLMT-H 4-50/М10
BLMT-H 4-50/М12
BLMT-H 16-95/М10
BLMT-H 16-95/М12
BLMT-H 25-150/М12
BLMT-H 25-150/М16
BLMT-H 35-150/М12
BLMT-H 35-150/М16
BLMT-H 25-185/М12
BLMT-H 25-185/М16
BLMT-H 70-185/М12
BLMT-H 70-185/М16
BLMT-H 50-240/М12
BLMT-H  50-240/М16
BLMT-H 120-240/М12
BLMT-H  120-240/М16
BLMT-H  50-300/М12
BLMT-H  50-300/М16
BLMT-H 150-300/М12
BLMT-H 150-300/М16

40
40
40
40
40
40
40
40
52
52
60
60
60
60
77
77
77
77
97
97
97
97
105
105
105
105

-
-
-
-

25-35
25-35
4-35
4-35
16-70
16-70
25-95
25-95
35-95
35-95
25-120
25-120
70-120
70-120
50-185
50-185
120-185
120-185
95-185
95-185
150-185
150-185

16
16
16
16
18
18
18
18
25
25
28
28
28
28
32
32
32
32
35
35
35
35
38
38
38
38

9
9
9
9
10
10
10
10
14
14
17
17
17
17
19
19
19
19
22
22
22
22
23
23
23
23

1
1
1
1
1
1
1
1
1
1
1
1
1
1
2
2
2
2
2
2
2
2
2
2
2
2

M8
M10
M8
M10
M10
M12
M10
M12
M10
M12
M12
M16
M12
M16
M12
M16
M12
M16
M12
M16
M12
M16
M12
M16
M12
M16

Za fino
žičane kablove 

(po zahtevu Kupca)

For fine-stranded
conductors 

(at Customer request)

L (mm)

16
16
16
16
16
16
16
16
24
24
31
31
31
31
37
37
37
37
56
56
56
56
60
60
60
60

a (mm) D (mm) d (mm)

Presek provodnika  Al (mm�) 
prema EN 60228

Conductor cross-section Al (mm�) 
according to EN 60228

Presek provodnika
Cu (mm�) prema EN 60228

Conductor cross-section
Cu (mm�) according to EN 60228 

10-35
10-35
10-35
10-35
25-50
25-50
10-50.
10-50.
16-95
16-95
25-150
25-150
35-150
35-150
25-185
25-185
70-185
70-185
50-240
50-240
120-240
120-240
50-300
50-300
150-300
150-300

rm

35
35
35
35
35-50
35-50
35-50.
35-50.
35-95
35-95
35-150
35-150
35-150
35-150
35-185
35-185
70-185
70-185
50-240
50-240
120-240
120-240
50-300
50-300
150-300
150-300

sm

10-35
10-35
10-35
10-35
25-50
25-50
10-50.
10-50.
16-95
16-95
25-150
25-150
50-150
50-150
25-185
25-185
70-185
70-185
50-240
50-240
120-240
120-240
50-300
50-300
150-300
150-300

re

35
35
35
35
35-50
35-50
35-50.
35-50.
35-95
35-95
35-150
35-150
50-150
50-150
35-185
35-185
70-185
70-185
50-240
50-240
120-240
120-240
50-300
50-300
150-300
150-300

se

1,5-35
1,5-35
10-35
10-35
25-50
25-50
4-50.
4-50.
16-95
16-95
25-150
25-150
35-150
35-150
25-185
25-185
70-185
70-185
50-240
50-240
120-240
120-240
50-240
50-240
150-300
150-300

rm

35
35
35
35
35-50
35-50
35-50.
35-50.
16-95
35-95
35-150
35-150
35-150
35-150
35-185
35-185
70-185
70-185
50-240
50-240
120-240
120-240
50-240
50-240
150-300
150-300

sm

1,5-35
1,5-35
10-35
10-35
25-35
25-35
4-50.
4-50.
16-95
16-95
16-35
16-35
35
35
25-35
25-35
-
-
-
-
-
-
-
-
-
-

re

OK 
(jedno kidanje)

AF 
(single shear-off 

head bolt)

Imbus 
(duplo kidanje)

SW
(double shear-off

head bolt)

10/5
10/5
10/-
10/-
10/-
10/-
10/5
10/5
13/-
13/-
17/6
17/6
17/-
17/-
19/6
19/6
19/-
19/-
19/8
19/8
19/-
19/-
22/8
22/8
22/-
22/-

5
5
-
-
-
-
5
5
-
-
6
6
-
-
6
6
-
-
8
8
-
-
8
8
-
-

-
-
8
8
8
8
-
-
10
10
-
-
13
13
-
-
13
13
-
-
13
13
-
-
13
13

Vijak sa samokidajućom glavom /Shear-off head bolt

OK/Imbus 
(duplo kidanje)

AF/SW
(double shear-off 

head bolt)

Napomena: Prilikom naručivanja upisati kod i tip vijka.  Note: When ordering,specify the code and type of bolt.

Tip/Type: A Tip/Type: D Tip/Type: B
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Univerzalne papučice i čaure - Mehanical Lugs and Joints marel.rs

Vijčane kablovske bimetalne papučice tipa CBM su dizajnirane i izrađene tako da mogu da se upotrebljavaju i na  alumini-
jumskim i bakarnim provodnicima bez razlike. Prednost im je i to što imaju veliki opseg prihvata tako da jedna papučica  
može da se upotrebljava za više dimenzija preseka provodnika. Unutrašnji žlebovi papučice su nazubljeni i namazani  
elektrokontaktnom mašću, što između ostalog, garantuje kvalitetan i dugoročno pouzdan spoj.
Opciono na papučice mogu biti ugrađeni vijci sa samokidajućom glavom što omogućava kontrolisanu silu pritezanja. 

Pre ugradnje sa kablova ukloniti izolaciju. Pogodna je za sve vrste alumijumskih i bakarnih kablova bez obzira na 
konstrukciju. 

VIJČANA KABLOVSKA BIMETALNA PAPUČICA CBM

Screw Type Bimetal Cable Lugs CBM are designed and manufactured to be used with both aluminum and copper 
conductors. Their advantage is a big range of conductor cross-sections, so one lug can be used with conductors of 
different cross-sections.
The inside grooves of the lug are serrated and lubricated with electrical contact grease, which guarantees a high-quali-
ty and long-term reliable connection.

Optionally, the lugs can be equipped with shear-off head bolts, which allows controlled tightening force.

SCREW TYPE BIMETAL CABLE LUG CBM

KOD/CPDE: CBM STANDARD:  EN 61238      SRPS N.F4.101

Kod
Code

Kat.broj
Cat. No.

371566 
371567 

L1(mm)
Težina kg/100 kom
Weight kg/100 pcs

CBM 95
CBM 240

120
148

65
90

18.80 
33.20 

16-95 
95-240 

13
13

25
40

Presek
provodnika (mm�)
Conductor
cross-section (mm�)

d1 (mm) d2 (mm) L(mm)

SRB.

ENG.
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